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INTRODUCTION

The Hannibal Commercial District Guideline Manual is intended to provide the Hannibal Historic District Development
Commission and property owners with guidelines for building rehabilitation, new construction, and other changes which
would affect the overall appearance of Hannibal's commercial areas. The manual provides information on appropriate
rehabilitation techniques, recommendations for new construction, and guidelines for demolition and relocation. The
manual is a working document for the Historic District Development Commission (HDDC) to ensure that future changes
to Hannibal's historic districts are in keeping with their architectural and historical character. The manual should also be
referred to by property owners prior to the initiation of work in Hannibal's historic districts. Familiarity with the guidelines
can help property owners formulate plans and designs to enhance Hannibal's commercial character and streamline the
review process.

The City of Hannibal created the Historic District Development Commission (HDDC) in April of 1988. In addition to the
establishment of the Commission, the ordinance also created the city's first Historic, or "H-1" zone. The area
encompassed by this zone included all or parts of two commercial historic districts listed on the National Register: the
Mark Twain Historic District; and the Moses Bates Historic District (see map). This local historic district was created to
provide conditions and regulations for the protection, enhancement and perpetuation of buildings, structures, areas,
places or works of art in the city which have special historic and cultural value for the general welfare of the public and
community. The seven member Commission was established to oversee the district and carry out the purpose of the
ordinance.

Design review guidelines can have a positive economic effect on historic communities. Design guidelines can do the
following:

eEnhance and Protect Property Values.
ePromote Heritage Tourism.
eReinforce Community Identity and Marketability.

Investment in historic neighborhoods and commercial areas has increased significantly in recent decades resulting in the
stabilization and enhancement of property values. Design guidelines help to assure property owners that their investment
in an historic area will be protected. Guidelines for historic areas help to ensure that rehabilitation and new construction
are compatible with its character and that incompatible development which could negatively impact a property owner's
investment is minimized.
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Hannibal is fortunate to be a desirable tourist destination point as a river town and through its

association with author Mark Twain. Heritage or cultural tourism is a major part of America's

tourist industry and is of increasing importance for many communities economic development.

Rehabilitation of historic areas has been successfully used to stimulate heritage

tourism. Through design guidelines the character of Hannibal's historic commercial ~ Location of H-1 Historic Zone

area and neighborhoods can be preserved and maintained
and reinforce heritage tourism efforts.

Historic preservation is also part of quality of life factors that
can stimulate growth and development. Preservation of
historic and architectural resources is an economic incentive
for many communities and is integral to a community's
overall marketing efforts. Hannibal's identity as an historic
river town and its large stock of architecturally significant
buildings are inherent attributes which can be used to attract
new industries and businesses. Design guidelines reflect a
community's commitment to preserving its particular identity
and uniqueness.

in Downtown Hannibal

Legend
T8 Historic Districts
. rors

B Closed Street
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DESIGN REVIEW PROCESS

Design guidelines help to preserve and protect the existing architecture of an historic area and facilitate compatible new
growth and development. Design guidelines are essential to ensure that the character of an area is enhanced and
marketed in a consistent manner. The Hannibal Historic District Development Commission (HDDC) is a governing body
established by the city and is responsible for adopting and administering guidelines. The design review process is one of
flexibility and interaction with property owners and merchants to protect property values and promote the best possible
rehabilitation and new construction in Hannibal's historic districts.

No building permit for exterior change, construction, alteration or rehabilitation, moving or demolition to be carried on
within Hannibal's locally designated districts shall be issued by the Building Inspector until the project has been submitted
and receives a written Letter of Approval (LOA) (see Appendix A.). LOA applications must be requested from the office of
the City Clerk which is located in the Hannibal City Hall. All applications are then referred by the City Clerk to the HDDC.
The Commission can request detailed construction plans and related data such as photographs, in order to make their
review. In any Local Historic District the Commission may make determinations for the following actions:

1. Appropriateness of altering or demolishing any building or structure within the district.

2. All signs erected in the historic district.

3. Appropriateness of the exterior architectural features including signs and other exterior features of any new
buildings and structures to be constructed in the district.

4. Appropriateness of exterior design of any new extension of any existing building or structure within the historic
district. Appropriateness of off-street parking spaces, changes to streets and sidewalks, and other
streetscape changes along the public right-of-ways which might affect the character of any building or
structure in the historic district.

5. The general compatibility of exterior design, arrangement, texture, and material of the building or structure in
question and the relation of such factors to similar features of buildings in the immediate surroundings.

The Commission may not make determinations regarding:
1. Exterior paint colors.

2. Interior arrangements or design as long as these arrangements or designs do not visibly affect the exterior
appearance of a building or structure.
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Applications for LOAs can be requested from the City Clerk. Upon completion of the LOA application it should
be returned to the City Clerk who shall then forward the application to the Commission. LOA applications shall
be considered at the regular monthly meetings of the Commission. The Commission shall then issue to the City
Clerk a letter stating its full approval, conditional approval or denial. Conditional approvals and/or Letters of
Denial (LOD) will be provided with explanations. If Commission disapproves/denies the application the City
Clerk will so advise the applicant by sending a Letter of Denial (LOD).

In addition to meeting the design guidelines in an historic area, properties are also subject to the regulations in
Hannibal's Zoning Ordinance. The Zoning Ordinance governs the use of land and buildings and has standards
for height, lot coverage, setback, signs, landscaping, and parking requirements. Property owners must follow
zoning requirements in addition to design guidelines in the historic district. New construction and renovation
must also follow regulations set forth in the Standard Building Code. This code specifies requirements for
electrical and plumbing work, fire exits, building construction techniques, and other aspects of renovation and
construction. Property owners must also meet these regulations before being issued a building permit.

Properties in the local historic district are also listed on the National Register of Historic Places. Buildings that
are fifty years old or older, retain their original character, and are used for income-producing purposes may also
be eligible for historic tax incentives for rehabilitation. Rehabilitation must meet certain economic criteria as well
as meet the Secretary of the Interior's Standards for Rehabilitation (see Appendix B). This certification process
is through the Historic Preservation Program of the Missouri Department of Natural Resources and the review
of this rehabilitation work is a separate application procedure from the Letter of Approval application (see
Appendix A).
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How Do | Apply For a Letter of Approval?

1. Applications may be obtained in the Building Inspectors office in City Hall. Property owners will be given
a Letter of Approval application form and informed when the next HDDC meeting will take place.

2. For minor repair and maintenance of a building the LOA must be completed with a written description of
the work to be undertaken. Applications will be reviewed initially by the Building Inspector and a
designated agent of the Commission to determine if additional submittal materials are required. Full
review of the application by the Commission may be waived by consensus of the Building Inspector and
the Commission representative and a LOA shall be issued if the project is determined to be of a minor
nature.

3. Major rehabilitation work and new construction shall require elevations, photographs, site plans,
specifications, and designs for lighting and signs to fully illustrate the property and the proposed work.
Seven copies of all submittal materials, with the exception of models, shall be provided. This
documentation must be submitted along with the completed LOA form to the City Clerk's office.

4. For applications to demolish a building, a LOA must be completed along with photographic
documentation and a general historical narrative which details the building's architectural and historical
character.

5. LOA applications for signs must include photographs of the proposed sign location and scaled drawings
of the proposed signage indicating dimensions, materials, lettering or script, and design.

6. Applications for walls, fences, HVAC units, exterior lighting, satellite dishes and other external
appurtenances shall require photographs of their proposed location and scaled drawings indicating size,
materials, and design.

(See Appendix A for LOA process and application)
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WORK WiTHOUT HDDC APPROVAL

IF A PROPERTY OWNER UNDERTAKES WORK WITHOUT RECEIPT OF A LETTER OF APPROVAL OR BUILDING
PERMIT, A STOP WORK ORDER WILL BE ISSUED BY THE BUILDING COMMISSIONER. THE PROPERTY OWNER
WILL THEN BE REQUIRED TO DOCUMENT THE WORK AND STATE WHY A LOA APPLICATION OR BUILDING
PERMIT WAS NOT PREVIOUSLY APPLIED FOR. COMPLETION OF A LOA APPLICATION AND REVIEW WILL THEN
BE REQUIRED BY THE COMMISSION. LOA APPLICATIONS APPROVED BY THE COMMISSION MUST BE FOLLOWED.
IF THE ACTIONS SPECIFIED IN THE LOA APPLICATION ARE NOT FOLLOWED, THE OWNER/S WILL FACE FINES
RANGING FROM $ 100 PER DAY TO $250 PER DAY AS OUTLINED IN THE HANNIBAL ZONING ORDINANCE.

Building Permit Letter of Approval
Application Application
Review of LOA
by
Historic District
kDeveIopment Commissionj

Letter of Approval Letter of Denial
Building Permit Issued Building Permit Denied

Conditional Approval
Building Permit Denied
Unless Owner/s Agree to Conditions
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HANNIBAL'S COMMERCIAL ARCHITECTURE

THE COMMERCIAL AREAS OF HANNIBAL CONTAIN A WIDE VARIETY OF STYLES AND BUILDING TYPES CONSTRUCTED
INTHE 19TH AND EARLY 20TH CENTURIES. HANNIBAL WAS FOUNDED AS A TRADING CENTER ALONG THE MISSIS-
SIPPI RIVER IN THE EARLY 1800S AND THE COMMERCIAL SECTION OF THE CITY AS ORIENTED TOWARDS THE RIVER,
THE ORIGINAL TOWN WAS LAID OUT IN 1819 BY MOSES BATES. CARDIFF HILL ON THE NORTH AND BEAR CREEK
ON THE SOUTH WERE NATURAL BOUNDARIES FOR THE TOWN IN ITS EARLY YEARS AND A DENSE COMMERCIAL AND
RESIDENTIAL AREA EVOLVED NEAR THE RIVER BY THE 1830s. IN 1840, THE TOWN'S POPULATION STOOD AT
1,034 AND HANNIBAL WAS A MAJOR PORT ON THE RIVER BETWEEN MINNEAPOLIS AND SAINT LOUIS.

IN THE MID-19TH CENTURY FRONT STREET AND MAIN STREET FORMED THE CORE OF HANNIBAL'S COMMERCIAL
AREA. BUILDINGS CONSTRUCTED ALONG FRONT STREET FACED THE RIVER AND SEVERAL BLOCKS OF TWO-AND
THREE STORY BRICK BUILDINGS WERE OCCUPIED AS WAREHOUSES, DRY GOODS STORES, AND OTHER MERCANTILE
ESTABLISHMENTS. MAIN STREET, ONE BLOCK TO THE WEST, SUPPLIED GOODS AND SERVICES TO HANNIBAL RESI-
DENTS AND CONTAINED SUCH BUSINESSES AS CLOTHING STORES, DRUG STORES AND HARNESS SHOPS. ALONG
MAIN AND ADJACENT STREETS WERE ALSO OFFICES FOR THE TOWN'S PHYSICIANS AND ATTORNEYS. ONE OF THE
TOWN'S MOST PROMINENT ATTORNEYS WAS JUSTICE OF THE PEACE JOHN CLEMENS WHO MOVED TO HANNIBAL
IN 1839 AND OCCUPIED AN OFFICE JUST OFF MAIN STREET. HIS SON, SAMUEL CLEMENS, BECAME THE TOWN'S
MOST FAMOUS NATIVE SON THROUGH HIS STORIES UNDER THE PEN NAME, MARK TWAIN.

HANNIBAL HAS LOST MOST OF ITS ORIGINAL BUILDINGS FROM THIS PERIOD ALONG FRONT STREET ,BUT SEVERAL
BRICK AND FRAME BUILDINGS FROM THE 1830s AND 1840sS STILL REMAIN ALONG MAIN STREET. THESE BUILD-
INGS ARE OFTEN DISTINGUISHED BY HIGH PITCHED GABLE ROOFS AND NARROW FRONTS. NONE OF THE ORIGINAL
STOREFRONTS ON THESE BUILDINGS SURVIVE, BUT THE EXTERIOR BRICK WALLS, UPPER FLOOR WINDOWS, AND
SOME INTERIOR DETAIL S REMAIN FROM THEIR ORIGINAL CONSTRUCTION. THE
BUILDINGS AT 320 AND 324 N. MAIN STREET ARE GOOD EXAMPLES OF THIS TYPE
OF EARLY COMMERCIAL BUILDING. AN EXCELLENT EXAMPLE OF A GREEK REVIVAL
STYLE COMMERCIAL BUILDING ALSO REMAINS AT THE CORNER OF MAIN AND HILL
STREETS. KNOWN AS THE PILASTER HOUSE, THIS TWO-STORY BUILDING HAS A
TEMPLE FRONT AND HAS BEEN WELL PRESERVED.

WITH THE EXCEPTION OF THE YEARS DURING THE CIVIL WAR HANNIBAL EXPERI-
ENCED SEVERAL DECADES OF PROSPERITY FROM THE 1850s TO THE 1880s. THE
HANNIBAL AND ST. JOSEPH RAILROAD WAS COMPLETED IN 1859 ENHANCING THE
TOWN AS A TRANSPORTATION CENTER. AFTER THE WAR IT WAS A MAJOR CENTER
FOR LARGE LUMBER MILLS. TIMBER WAS BROUGHT DOWN THE RIVER FROM WS-
CONSIN AND MINNESOTA AND PROCESSED INTO FINISHED WOOD PRODUCTS IN
HANNIBAL. THE TOWN GREW BY SEVERAL THOUSAND IN THESE YEARS AND MANY
NEW RESIDENCES AND COMMERCIAL BUILDINGS WERE CONSTRUCTED.
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THE BRICK ITALIANATE BUILDINGS ON MAIN STREET AND ADJACENT STREETS ARE LEGACIES OF THIS PERIOD OF
PROSPERITY. NEW TWO- AND THREE-STORY BRICK BUILDINGS WERE BUILT ALONG MAIN AND WEST UP BROADWAY.
THE ITALIANATE STYLE EMPHASIZED DECORATION AND MANY BUILDINGS HAVE DETAILING SUCH AS CAST IRON AND
SHEET METAL EAVE AND WINDOW CORNICES, ARCHED WINDOWS, CORBELLED BRICKWORK, AND CAST IRON
COLUMNS ON STOREFRONTS. THE FARMERS AND MERCHANTS BANK AT 20 1-205 NORTH MAIN AND A.W. LAMB
BUILDING AT 118-122 NORTH MAIN ARE BOTH FINE EXAMPLES OF THE ITALIANATE STYLE.

HANNIBAL'S BOOM YEARS LASTED INTO THE EARLY 1900s. THE INTERNATIONAL SHOE COMPANY BUILT A LARGE
COMPLEX TO THE WEST OF THE DOWNTOWN AREA AND BECAME THE CITY'S LARGEST EMPLOYER. A NEW CITY
HALL, COURTHOUSE, LIBRARY, AND MUNICIPAL LIGHT PLANT WERE BUILT DURING THESE YEARS. ON MAIN
STREET SEVERAL BUILDINGS WERE RAZED OR DESTROYED BY FIRE AND WERE REPLACED BY NEW COMMERCIAL
BUILDINGS. THESE BUILDINGS WERE ALSO OF BRICK CONSTRUCTION AND WERE INFLUENCED BY THE NEO-
CLASSICAL OR COLONIAL REVIVAL STYLES. CLASSICAL DECORATION WAS APPLIED TO A PRESSED METAL FRONT
AT 215217 NORTH MAIN STREET AND AT 2 14 BROADWAY IS A NEO-CLASSICAL TEMPLE FRONT BANK BUILDING.
IN ADDITION TO BRICK, OTHER BUILDINGS CONSTRUCTED AFTER 1900 WERE BUILT OF CONCRETE OR HOLLOW
CORE CONCRETE BLOCKS SUCH AS THE STRUCTURE AT 117 HILL STREET. HANNIBAL'S BOOM YEARS WANED BY
THE 1920S AS THE LUMBER AND MILL FACTORIES CLOSED. BUILDING CONSTRUCTION SLOWED CONSIDERABLY
DURING THIS DECADE AND CONSTRUCTION WAS MINIMAL DURING THE DEPRESSION. THE FEW BUILDINGS WHICH
WERE BUILT DURING THESE DECADES WERE EITHER SIMPLE IN DESIGN OR WERE INFLUENCED BY THE ART DECO
STYLE. THIS STYLE WAS NOTABLE FOR ITS STREAMLINED AND GEOMETRIC DETAILING. EXAMPLES OF THIS STYLE
CAN BE SEEN AT 101-109 AND 301 NORTH MAIN STREET.

301 N MAIN ST- ART DECO 215 N MAIN ST - CLASSICAL 201 N MAIN ST - ITALIANATE

S
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SINCE 1940, LITTLE NEW CONSTRUCTION HAS TAKEN PLACE IN HANNIBAL'S COMMERCIAL AREA. PERIODIC
FLOODING BY THE MISSISSIPPI LED SOME BUSINESSES TO LOCATE IN OTHER SECTIONS OF THE CITY AND INVEST-
MENT IN THE DOWNTOWN AREA HAS BEEN LIMITED. A NUMBER OF BUILDINGS ALONG FRONT STREET AND MAIN
STREET WERE RAZED IN RECENT YEARS AND DEMOLITION CONTINUES TO OCCUR. CHANGES SUCH AS THE ADDI-
TION OF MODERN STOREFRONTS HAS BEEN COMMON TO HISTORIC BUILDINGS AND SEVERAL BUILDINGS HAVE HAD
THEIR MAIN FACADES COVERED WITH MODERN METAL PANELS OR OTHER MATERIALS.

DESPITE THESE CHANGES, DOWNTOWN HANNIBAL STILL CONTAINS AN IMPRESSIVE COLLECTION OF 19TH AND
EARLY 20TH CENTURY ARCHITECTURE. THE BUILDINGS ALONG MAIN STREET IN THE MARK TWAIN AND MOSES
BATES HISTORIC DISTRICTS ARE ESPECIALLY FINE EXAMPLES OF ANTE-BELLUM AND ITALIANATE ARCHITECTURE.
THE CONSTRUCTION OF THE MISSISSIPPI RIVER LEVEE, DEVELOPMENT OF THE TOURIST INDUSTRY, AND PROTEC-
TION OF THE AREA THROUGH LOCAL DISTRICT DESIGNATION SHOW A POSITIVE COMMITMENT TO THE PRESERVA-
TION AND ECONOMIC ENHANCEMENT OF HANNIBAL'S COMMERCIAL AREA.

10
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MAIN STREET ARCHITECTURE

IN ADDITION TO STYLISTIC INFLUENCES, MOST OF HANNIBAL'S COMMERCIAL BUILDINGS CAN BE CATEGORIZED AS
TWO-PART COMMERCIAL BLOCK DESIGNS. THIS DESIGNATION IS BASED ON THE BUILDINGS’ TWO SEPARATE
COMPONENTS. STOREFRONTS AND UPPER FACADES. TWO-PART COMMERCIAL BLOCK BUILDINGS WERE BUILT
THROUGHOUT THE COUNTRY IN THE 19TH AND EARLY 20TH CENTURY AND ARE THE MOST PREVALENT
COMMERCIAL FORM IN SMALL AND MID-SIZE COMMUNITIES.

STOREFRONTS WERE DESIGNED TO PROVIDE THE LARGEST AMOUNT OF SPACE AVAILABLE FOR THE VIEWING OF
MERCHANDISE. AS MUCH GLASS AS POSSIBLE WAS BUILT INTO STOREFRONTS SUCH AS LARGE MULTI-LIGHT
WINDOWS IN THE ANTE-BELLUM PERIOD. NEW TECHNOLOGY SUCH AS CAST IRON ALLOWED STOREFRONTS TO
BECOME MUCH MORE TRANSPARENT. CAST IRON COLUMNS AND PILASTERS ON STOREFRONTS CARRIED THE
WEIGHT OF THE UPPER MASONRY WALL AND ALLOWED MOST OF THE REMAINING STOREFRONT TO BE GLASS FOR
DISPLAY PURPOSES. STOREFRONTS IN THE LATE 19TH CENTURY TYPICALLY HAVE LARGE DISPLAY WINDOWS,
TRANSOMS AND LARGE GLASS AND WOOD DOORS. ENTRANCES WERE OFTEN RECESSED TO
PROVIDE FOR ADDITIONAL DISPLAY AREAS.

’ 203 N MAIN STREET - CARRARA GLASS

UPPER FACADES CONTAINED WINDOWS TO PROVIDE ILLUMINATION INTO UPPER FLOOR AREAS
AND THE EXTERIOR MASONRY WALLS WERE OFTEN EMBELLISHED WITH DECORATIVE
BRICKWORK. AT THE ROOFLINE BUILDINGS WERE CAPPED WITH CORNICES OF CORBELLED
BRICK, WOOD, OR SHEET METAL. SHEET METAL SUCH AS ZINC OR TIN ALLOYS WERE
ESPECIALLY POPULAR FOR ITALIANATE BUILD SINCE THEY COULD BE READILY FORMED INTO
MANY DIFFERENT DESIGNS. ENTIRE SHEET METAL PANELS WERE ALSO USED TO SHEATH UPPER
FACADES

THE USE OF CAST IRON FOR STOREFRONTS EXTENDED INTO THE EARLY 20TH CENTURY.
AFTER 1920, MOST STOREFRONTS WERE BUILT WITH STEEL LINTELS TO SUPPORT THE UPPER
FACADE MASONRY AND A VARIETY OF MATERIALS WERE USED IN STOREFRONT CONSTRUCTION.
LARGE EXPANSES OF GLASS CONTINUED TO BE USED ALONG WITH BRICK PIERS, MARBLE AND
BRICK BULKHEADS, AND METALS SUCH AS COPPER AND BRONZE. DURING THE 1920S AND
1930S DECORATIVE TINTED GLASS PANELS SUCH AS CARRARA GLASS AND VITROLITE WERE
OFTEN APPLIED TO STOREFRONTS. AN EXAMPLE OF THESE TYPES OF MATERIALS CAN BE SEEN
AT THE STOREFRONT AT 203 NORTH MAIN STREET.

AFTER 1910, UPPER FACADES GENERALLY BECAME MORE FUNCTIONAL AND LESS
DECORATIVE IN APPEARANCE EXCEPT FOR HIGH STYLE CLASSICAL DESIGNS. ROUNDED ARCH ; Ll |
WINDOWS GAVE WAY TO RECTANGULAR WINDOWS AND USE OF SHEET METAL FOR WINDOW < ; _: ET0AD: -
AND ROOF CORNICES GRADUALLY. PATTERNS OF BRICK AND CONCRETE WERE OFTEN USED TO 2| >3 4
DECORATE UPPER FACADES AND DIFFERENT BRICK SURFACE TEXTURES, AND COLORS WERE
ALSO USED. THE COMING OF THE ART DECO STYLE LED TO THE USE OF VERTICAL BANDS AND ‘ - g
GEOMETRIC DESIGNS IN BRICK, CONCRETE, AND METALS. } N ' 11

< g—
{0
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DOWNTOWN HANNIBAL RETAINS MANY ORIGINAL STOREFRONTS AND STOREFRONT ELEMENTS WHICH SHOULD BE
PRESERVED. WHERE MODERN STOREFRONTS HAVE BEEN ADDED IN RECENT YEARS IT IS REQUIRED THAT FUTURE
STOREFRONT REMODELING BE UNDERTAKEN IN KEEPING WITH HISTORIC STOREFRONT CONFIGURATIONS. UPPER
FACADE CHANGES HAVE OFTEN INCLUDED THE ENCLOSING OF WINDOWS WITH BRICK OR WOOD PANELS,
REMOVAL OF CORNICES, AND CONCEALMENT OF DETAILS BENEATH ADDED METAL PANELS. FUTURE
REHABILITATION OF COMMERCIAL BUILDINGS SHALL INCLUDE THE REPAIR OR REPLACEMENT OF UPPER FLOOR
ELEMENTS TO MAINTAIN AND ENHANCE THE BUILDING'S CHARACTER.

THIS BUILDING HAS MAINTAINED ITS
ORIGINAL HISTORIC CHARACTER

12
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COMMERCIAL BUILDING GUIDELINES

MATERIALS & TECHNOLOGY

1. ORIGINAL MASONRY SHALL BE PRESERVED AND MAINTAINED
REQUIRED
e ORIGINAL EXTERIOR MASONRY WALLS AND DETAILS SHALL BE PRESERVED AND MAINTAINED.

¢ MASONRY WHICH REQUIRES REPAIR OR REPLACEMENT SHALL BE REPAIRED OR REPLACED WITH
NEW MASONRY WHICH MATCHES AS CLOSELY AS POSSIBLE IN COLOR, TEXTURE, AND PRO
FILE. THE PAINTING OF MASONRY WALLS THAT HAVE NOT BEEN PAINTED SHALL NOT TAKE
PLACE EXCEPT FOR WALLS WITH EXTENSIVE PATCHING OR REPOINTING RESULTING IN CON-
TRASTING MORTAR JOINTS AND SURFACES..

e PAINT SHALL NOT BE REMOVED FROM HISTORICALLY PAINTED MASONRY.

2. EXTERIOR MASONRY SHALL NOT BE CLEANED WITH ABRASIVE METHODS
REQUIRED
¢ MASONRY SURFACES SHOULD NOT BE CLEANED UNLESS HEAVILY SOILED OR STAINED.

e |F EXTERIOR MASONRY MUST BE CLEANED IT SHALL BE WITH THE LEAST ABRASIVE MEANS
POSSIBLE SUCH AS LOW PRESSURE WATER AND DETERGENTS AND BRISTLE BRUSHES. LOW
PRESSURE WATER CLEANING AND RINSING SHOULD BE CONDUCTED AT OR BELOW 600
POUNDS PER SQUARE INCH. DETERGENT CLEANING OR STEAM CLEANING IS PREFERRED
OVER THE USE OF CHEMICALS. IF CHEMICAL CLEANING METHODS ARE USED IT IS REQUIRED
THAT A TEST PATCH BE COMPLETED AND THE EFFECTS OF THE METHOD EVALUATED BY THE
HDDC OR IT’S STAFF, PRIOR TO WHOLESALE CLEANING OF THE BUILDING.

e SANDBLASTING WITH DRY OR WET GRIT AND OTHER ABRASIVE CLEANING METHODS ARE STRICTLY
PROHIBITED. CLEANING METHODS INVOLVING WATER OR LIQUID CHEMICALS MAY NOT TAKE
PLACE DURING PERIODS OF FREEZING TEMPERATURES.

3. MASONRY REPOINTING SHALL MATCH THE ORIGINAL
REQUIRED

¢ MORTAR WHICH IS SOUND SHOULD BE RETAINED. WHOLESALE RE-
MOVAL OF SOUND MORTAR TO ACHIEVE A UNIFIED APPEARANCE
IN REPOINTING SHALL NOT TAKE PLACE. MASONRY REPOINTING
SHOULD BE WITH MORTAR TO MATCH THE ORIGINAL IN COMPO-
SITION AND APPEARANCE. MORTAR SHALL ALWAYS BE SOFTER
THAN THE BRICK OR STONE.

¢ MORTAR JOINTS SHOULD BE RAKED TO MATCH THE ORIGINAL PROFILE.

¢ RAKING OF JOINTS SHOULD BE BY HAND RATHER THAN BY ELECTRIC SAWS,
HAMMER AND OTHER POWER TOOLS TO AVOID DAMAGING THE BRICK. 13

REPOINTING WITH
PROPER MORTAR IS
CRITICAL
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3. MASONRY REPOINTING SHALL MATCH THE ORIGINAL (CONTINUED)

¢ MASONRY SHALL NOT BE REPOINTED WITH MORTAR WHICH HAS A HIGH PORTLAND CEMENT
CONTENT UNLESS THIS TYPE OF MORTAR WAS HISTORICALLY USED ON THE BUILDING.

®THE USE OF SYNTHETIC CAULKING COMPOUNDS AND SIMILAR BONDING AGENTS SHALL NOT BE
UNDERTAKEN.

4. PRESERVE AND MAINTAIN FOUNDATION WALLS
REQUIRED

¢ ORIGINAL MASONRY FOUNDATIONS SHALL BE PRESERVED AND MAINTAINED.

e THE CONCEALMENT OF FOUNDATION WALLS THROUGH THE APPLICATION OF ARTIFICIAL
MATERIALS SUCH AS STONE VENEERS, STUCCO, ALUMINUM, OR VINYL SIDING SHALL NOT
TAKE PLACE.

5. PRESERVE AND MAINTAIN EXTERIOR WOOD SIDING
REQUIRED

e EXTERIOR WOOD SIDING SUCH AS WEATHERBOARD, CLAPBOARD AND SHINGLES SHALL BE
MAINTAINED AND PRESERVED.

REGULAR MAINTENANCE SUCH AS PAINTING AND REPAIR SHALL OCCUR TO FRAME BUILDINGS.

WOOD SIDING SHALL BE REPAIRED AND REPLACED WITH MATERIALS, PROFILES, AND DESIGNS
TO MATCH.

e PAINT ON WOOD SIDING SHALL BE REMOVED THROUGH
THE GENTLEST MEANS POSSIBLE SUCH AS HAND DECORATIVE WOOD SHINGLES AT 215 HILL
SCRAPING AND HAND SANDING. THE USE OF
ELECTRIC HOT-AIR GUNS, HEAT PLATES OR INFRA-
RED HEATING DEVICES IS ACCEPTABLE IF USED
WITH CARE.

SANDBLASTING OR WATER BLASTING OF WOOD
SIDING IS PROHIBITED.

®REPLACEMENT OF WOOD SIDING SHALL BE KEPT
AS MINIMAL AS POSSIBLE AND OVERALL
REPLACEMENT ON PRIMARY AND SECONDARY
FACADES SHOULD NOT EXCEED 25% OF THE
FACADE'S TOTAL SQUARE FOOTAGE OF SIDING
UNLESS SIGNIFICANT DETERIORATION CAN BE
DEMONSTRATED.




Design Review Guidelines Hannibal. Missouri

6. WOOD SIDING SHALL NOT BE CONCEALED OR OBSCURED
REQUIRED

e EXTERIOR WOOD SIDING MATERIALS SHALL NOT BE CONCEALED, OBSCURED, OR
OTHERWISE COVERED WITH OTHER MATERIALS. ARTIFICIAL MATERIALS SUCH AS
ALUMINUM, STEEL, VINYL, OR ASBESTOS SIDINGS, AND BRICK, STUCCO, AND
STONE VENEERS, SHALL NOT BE APPLIED OVER ORIGINAL WOOD SIDING.

e SOFFITS AND EAVES SHALL NOT BE ENCLOSED OR CONCEALED WITH ARTIFICIAL
SIDINGS.

e REPLACEMENT OF WOOD SIDING SHALL MATCH THE ORIGINAL IN MATERIAL AND TEXTURE
AND REVEAL. IT IS REQUIRED THAT REPLACEMENT WOOD SIDING SHALL BE EITHER
WOOD CLAPBOARDS OR SAWN WOOD SHINGLES WITH LESS THAN A 5 INCH
EXPOSURE/REVEAL.

e ROUGH SPLIT WOOD SHAKES, PLYWOOD SIDING, PRESSED WOOD (T 1-11), CEMENT
BOARD OR BARN SIDING ARE NOT ALLOWED.

7. PRESERVE AND MAINTAIN EXTERIOR METAL ELEMENTS
REQUIRED

e METAL ELEMENTS SUCH AS CORNICES AND WINDOW HOOD MOLDING SHALL BE MAINTAINED AND
PRESERVED. REMOVAL OF SUCH ELEMENTS SHALL NOT TAKE
PLACE.

e REPAIR OF SHEET METAL DETAILS SHALL BE WITH SIMILAR
MATERIALS DESIGNED TO MATCH THE ORIGINAL.

e REPAIR AND REPLACEMENT OF HISTORIC METALS SHALL BE WITH
COMPATIBLE METALS TO AVOID GALVANIC CORROSION.

® SOFT METALS SUCH AS LEAD, TIN, COPPER, AND ZINC SHALL BE
CLEANED USING CHEMICAL METHODS. SANDBLASTING OR
OTHER ABRASIVE CLEANING METHODS ARE
PROHIBITED.

¢ WWROUGHT AND CAST IRON ELEMENTS SHALL BE CLEANED BY
HAND SCRAPING AND WIRE BRUSHING. LOW PRESSURE DRY
GRIT BLASTING IS ACCEPTABLE AS LONG AS IT CAN BE
DEMONSTRATED THAT THE SURFACE OF THE IRON IS NOT
DAMAGED.

o REPLACEMENT OF ORIGINAL METAL ELEMENTS WITH SIMILAR
MATERIALS IS RECOMMENDED. THE USE OF REPLACEMENT
MATERIALS SUCH AS WOOD OR GLASS FIBER (GFRC)
REINFORCED CONCRETE MAY ALSO BE ALLOWED.
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STOREFRONTS

8. MAINTAIN ORIGINAL STOREFRONT CONFIGURATION
REQUIRED

®ORIGINAL STOREFRONTS SHALL BE MAINTAINED AND PRESERVED. ORIGINAL DOORS,
BULKHEADS, DISPLAY WINDOWS, TRANSOMS, DECORATIVE GLASS OR OTHER ELEMENTS SHALL NOT
BE REMOVED UNLESS THEIR DETERIORATION CAN BE DEMONSTRATED.

STOREFRONT ELEMENTS THAT ARE CLEARLY DETERIORATED SHALL BE REPLACED WITH NEW
ELEMENTS TO MATCH THE ORIGINAL MATERIALS.

o NEW STOREFRONT DESIGNS FOR HISTORIC BUILDINGS SHALL FOLLOW TRADITIONAL STOREFRONT
COMPOSITION AND ARRANGEMENT. ORIGINAL ELEMENTS REMAINING ON A REMODELED STOREFRONT
SHALL BE PRESERVED AND INCORPORATED INTO THE NEW DESIGN. THE REPLICATION OF
STOREFRONTS BASED UPON HISTORIC PHOTOGRAPHS, DRAWINGS, OR SIMILAR EVIDENCE IS
ENCOURAGED. HISTORIC PHOTOGRAPHS AND DRAWINGS OF MANY HANNIBAL BUILDINGS CAN BE
FOUND AT THE HANNIBAL PUBLIC LIBRARY AND HANNIBAL ARTS COUNCIL.

NEW STOREFRONTS SHALL FOLLOW HISTORIC STOREFRONT PATTERNS AND INCLUDE ELEMENTS SUCH AS

RECESSED ENTRANCES, DISPLAY WINDOWS RESTING ON BULKHEADS, AND TRANSOMS. REPLACEMENT
OF NON-ORIGINAL DOORS, WINDOWS OR TRANSOMS SHALL BE WOOD FRAMED.

STEEL OR ALUMINUM IS NOT ALLOWED.

PERIOD DOORS AT 324 N MAIN
INTERIOR STORM WINDOWS THAT CANNOT BE SEEN FROM THE EXTERIOR ARE ENCOURAGED

AND RECOMMENDED. THESE WILL CREATE A THERMAL BREAK WHICH WILL REDUCE
CONDENSATION AND SAVE ENERGY. NO LOA IS REQUIRED FOR THIS TYPE OF STORM
WINDOW TREATMENT.

9. PRESERVE AND MAINTAIN ORIGINAL ENTRANCES
REQUIRED

® ORIGINAL ENTRANCE ELEMENTS SUCH AS WOOD DOORS AND TRANSOMS SHALL NOT
BE REMOVED AND REPLACED UNLESS EXTENSIVE DETERIORATION IS EVIDENT.

® ENTRANCE OPENINGS SHALL NOT BE ENCLOSED OR REMOVED.
® STEEL OR ALUMINUM DOORS SHALL NOT BE ADDED TO STOREFRONTS

® ORIGINAL RECESSED ENTRANCE OPENINGS SHALL NOT BE REMOVED OR ALTERED.
IF ORIGINAL DOORS ARE NO LONGER EXTANT, WOOD DOORS APPROPRIATE FOR THE
BUILDING'S STYLE AND PERIOD SHALL BE ADDED. SINGLE LIGHT GLASS AND WOOD
DOORS ARE APPROPRIATE FOR LATE 19TH AND EARLY 20TH CENTURY STOREFRONTS.

® NEW ENTRANCE OPENINGS ON STOREFRONTS SHOULD NOT BE ADDED. [F AN ADDITIONAL
DOOR OPENING TO A BUILDING IS REQUIRED TO MEET FIRE CODES THE REAR FACADE IS
THE MOST APPROPRIATE LOCATION. NEW ENTRANCE OPENINGS ON REAR FACADES

SHOULD BE SIMPLE IN DESIGN SUCH AS SINGLE LIGHT GLASS AND WOOD DOORS.

® ENTRANCES WHICH MUST ADDED ON PRIMARY STOREFRONTS MAY BE EITHER
FLUSH WITH THE STREET AND HINGED TO OPENINTO THE BUILDING OR RECESSED:.
SINGLE LIGHT GLASS AND WOOD DOORS ARE RECOMMENDED FOR NEW STOREFRONT ENTRANCE
OPENINGS.
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STOREFRONT

TRANSOM

BULKHEAD

BRACKET

CORNICE

LINTEL
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10. PRESERVE AND MAINTAIN ORIGINAL DISPLAY WINDOWS
REQUIRED
e ORIGINAL DISPLAY WINDOWS SHALL BE PRESERVED AND MAINTAINED AND ORIGINAL

ELEMENTS SUCH AS COPPER OR BRONZE MULLIONS OR OTHER FRAMING FEATURES
SHALL BE RETAINED.

DISPLAY WINDOW OPENINGS SHALL NOT BE COVERED OR REDUCED IN SIZE WITH ADDED
MATERIALS.

TINTED GLASS SHALL NOT BE INSTALLED.

WHERE NEW DISPLAY WINDOWS ARE REQUIRED, THEY SHALL MATCH THE

ORIGINAL WINDOW DIMENSIONS IN SIZE AND SCALE. GREAT EXAMPLES OF
e NEW DISPLAY WINDOWS SHALL BE MADE OF MATERIALS MATCHING THE FACADES WITH
ORIGINAL. NO STEEL OR ALUMINUM WINDOWS ARE ALLOWED. NO INTRICATE DETAILS

METAL OR VINYL CLADDING IS ALLOWED.

NEW DISPLAY WINDOWS CAN EITHER BE CLEAR PLATE GLASS OR CLEAR
INSULATED GLASS. THE USE OF SHADES OR BLINDS ON THE INSIDE OF
THE WINDOW IS MORE HISTORIC THAN TINTED GLASS.

11. PRESERVE & MAINTAIN ORIGINAL CAST IRON, STONE, & BRICK COLUMNS
REQUIRED
¢ ORIGINAL CAST IRONS COLUMNS AND PILASTERS, BRICK PIERS, OR STONE
PIERS ON STOREFRONTS SHALL BE PRESERVED AND MAINTAINED.
SUCH ELEMENTS SHALL NOT BE OBSCURED OR CONCEALED.

12. PRESERVE & MAINTAIN TRANSOM OPENINGS
REQUIRED

e ORIGINAL TRANSOMS AND TRANSOM OPENINGS SHALL BE PRESERVED AND
MAINTAINED.

TRANSOM OPENINGS SHALL NOT BE ENCLOSED OR CONCEALED.

HISTORIC TRANSOM MATERIALS SUCH AS PRISM GLASS OR LEADED GLASS
SHALL BE PRESERVED AND MAINTAINED.

NEW TRANSOM GLASS SHALL BE CLEAR AND TINTED GLASS SHALL NOT BE
INSTALLED.

TRANSOMS ARE APPROPRIATE LOCATIONS FOR PAINTED WINDOW SIGNS.

GROUND FLOOR WINDOW AIR CONDITIONERS, IF USED, SHALL BE LOCATED
IN A TRANSOM AND NOT PROJECT PAST EXTERIOR SURFACE PLANE.
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12. PRESERVE & MAINTAIN TRANSOM OPENINGS (CONTINUED)
REQUIRED
¢ MECHANICAL EQUIPMENT IS NOT ALLOWED ON STREET FACADES, INCLUDING,

BUT NOT LIMITED TO, THE FOLLOWING: METERS, ELECTRICAL SERVICE
ENTRANCES, VENTS, LOUVERS, AIR INTAKES, EXHAUSTS.

13. PRESERVE AND MAINTAIN ORIGINAL BULKHEAD DESIGNS
AND MATERIALS
REQUIRED

o ORIGINAL WOOD, BRICK OR TILE BULKHEADS SHALL BE PRESERVED AND
MAINTAINED AND SHALL NOT BE ALTERED OR OBSCURED.

® |[F ORIGINAL WOOD BULKHEADS ARE MISSING, NEW BULKHEADS OF WOOD
DESIGNS ARE REQUIRED. BRICK BULKHEADS MAY ALSO BE ADDED IF THEY
MATCH THE ORIGINAL BRICK ON A BUILDING OR IF THEY ARE PAINTED TO RECTANGULAR BULKHEAD
COMPLEMENT OTHER STOREFRONT ELEMENT PANELS AT 215 N. MAIN

o OSB WAFER BOARD SHEATHING, OR OTHER ROUGH GRADE PLYWOOD, SHALL
NOT BE USED AS FINISH MATERIAL. CEMENT BOARD MAY BE USED FOR

PANELS ONLY.

14. AWNINGS OR CANOPIES ARE APPROPRIATE FOR STOREFRONTS
REQUIRED

® ORIGINAL OR HISTORIC AWNINGS OF WOOD OR METAL CONSTRUCTION SHALL BE RETAINED AND

PRESERVED.
¢ MODERN METAL AWNINGS ON HISTORIC STOREFRONTS SHALL NOT BE USED.
THE INSTALLATION OF RETRACTABLE OR FIXED CANVAS AWNINGS TO STOREFRONTS IS
APPROPRIATE.
e CANVAS, VINYL-COATED CANVAS, AND ACRYLIC ARE RECOMMENDED AWNING MATERIALS.
AWNINGS SHALL BE PLACED ABOVE DISPLAY WINDOWS OR TRANSOMS ON

STOREFRONTS AND ABOVE UPPER FACADE WINDOWS. AWNINGS SHALL NOT BE APPLIED TO
OBSCURE UPPER FACADE MASONRY AND DETAILING.

® MODERN METAL AWNINGS ON STOREFRONTS MAY BE RETAINED IN A RENOVATION IF COVERED > .
WITH CANVAS OR OTHER APPROPRIATE MATERIALS. ————— : —

® REQUIRED AWNING DESIGNS ARE STANDARD OR SHED AWNINGS. ALSO ACCEPTABLE ARE ARE S . Wedl did
CIRCULAR OR ACCORDION DESIGNS. BOX OR CASEMENT AWNINGS ARE MORE NON- A e
TRADITIONAL AND LESS APPROPRIATE, HOWEVER, THESE MAY BE INSTALLED IF ’
REQUESTED. VALENCES SHOULD BE IN KEEPING WITH TRADITIONAL PATTERNS SUCH AS B panTy |
SCALLOPED, WAVE, OR SAWTOOTH DESIGNS. '

¢ AWNINGS SHOULD BE DESIGNED TO RELATE TO THE SHAPE OF THE OPENING IT COVERS. e

MOST TRANSOMS AND DISPLAY WINDOWS ARE RECTANGULAR IN SHAPE AND
RECTANGULAR STRAIGHT SIDED AWNINGS ARE RECOMMENDED FOR THESE OPENINGS. ARCHED
AWNINGS ARE SUITABLE FOR ARCHED ENTRANCE OR WINDOW OPENINGS.
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15. PRESERVE AND MAINTAIN PORCHES ON STOREFRONTS
REQUIRED

¢ THE LOCATION AND CONFIGURATION OF ORIGINAL PORCHES ON COMMERCIAL BUILDINGS
OR RESIDENCES CONVERTED TO COMMERCIAL USE SHALL BE PRESERVED AND MAINTAINED.

DETERIORATED PORCH ELEMENTS SHALL BE REPAIRED WITH MATERIALS TO MATCH
RATHER THAN REPLACED.

ORIGINAL PORCH ELEMENTS SUCH AS COLUMNS, FLOORS, RAILINGS, AND DECORATIVE
TRIM SHALL NOT BE REMOVED. IF REPLACEMENT IS REQUIRED NEW ELEMENTS SHOULD
MATCH THE ORIGINAL IN DESIGN, MATERIALS, AND DIMENSIONS.

PORCHES MAY BE ENCLOSED WITH SCREEN PANELS AS LONG AS THE PANELS HAVE A MINIMUM
NUMBER OF VERTICAL AND HORIZONTAL FRAMING MEMBERS TO SUPPORT THE SCREENING.
THESE PANELS SHALL BE RECESSED BEHIND EXISTING PORCH COLUMNS AND RAILS. SCREEN
FRAMES SHALL BE OF WOOD. ALUMINUM AND METAL FRAMES SHALL NOT BE INSTALLED.

PORCHES SHALL NOT BE ENCLOSED WITH GLASS, WOOD, ALUMINUM OR SIMILAR MATERIALS.

GLASS PANELS MAY BE APPLIED TO PORCHES ON REAR FACADES OR SECONDARY FACADES
WHICH ARE NOT VISIBLE FROM A PUBLIC RIGHT OF WAY. GLASS PANELS SHALL BE SET
BEHIND PORCH COLUMNS AND RAILINGS AND INSTALLATION SHALL NOT RESULT IN THE
REMOVAL OF ANY ORIGINAL PORCH MATERIALS.

PORCHES SHALL NOT BE ADDED TO A PRIMARY OR SECONDARY FACADE WHICH ORIGINALLY DID
NOT HAVE PORCHES. [F ARCHITECTURAL OR HISTORICAL EVIDENCE EXISTS WHICH SUPPORTS
THE PREVIOUS EXISTENCE OF A PORCH ITS REPLICATION MAY BE PERMITTED.

16. PRESERVE AND MAINTAIN ORIGINAL PORCH ELEMENTS
REQUIRED

e ORIGINAL PORCH FLOOR MATERIALS SUCH AS WOOD AND CONCRETE SHALL BE MAINTAINED AND
PRESERVED.

WOOD PORCH FLOORS SHALL BE RETAINED AND NOT REPLACED WITH CONCRETE OR BRICK

WOOD OR CONCRETE PORCH FLOOR AREAS WHICH ARE DETERIORATED OR CRACKED SHALL BE
REPAIRED WITH MATCHING MATERIALS.

DETERIORATED PORCH COLUMNS SHALL BE REPAIRED RATHER THAN REPLACED.

IF REPLACEMENT OF WOOD COLUMNS ON STOREFRONTS IS REQUIRED, WOOD COLUMNS TO
MATCH THE ORIGINAL IN SIZE, APPEARANCE AND DIMENSIONS SHALL BE ADDED.
REPLACEMENT WITH METAL OR ALUMINUM COLUMNS SHALL NOT BE ALLOWED.

WROUGHT IRON OR SIMILAR METAL COLUMNS OR POSTS SHALL NOT BE USED TO REPLACE
ORIGINAL WOOD OR BRICK COLUMNS.
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16. PRESERVE AND MAINTAIN ORIGINAL PORCH ELEMENTS (CONTINUED)

e ORIGINAL PORCH RAILINGS SHALL BE PRESERVED AND MAINTAINED.

e REPAIR OF PORCH HANDRAILS AND BALUSTERS SHALL BE UNDERTAKEN RATHER THAN
REPLACEMENT. IF REPLACEMENT IS REQUIRED IT SHALL BE OF MATERIALS, DESIGN,
AND DIMENSIONS TO MATCH THE ORIGINAL.

e THE INSTALLATION OF A NEW PORCH RAILING FOR A PORCH THAT WAS ORIGINALLY BUILT
WITHOUT A RAILING IS DISCOURAGED. IF REQUIRED FOR SAFETY OR ACCESS
REASONS THE RAILING SHALL BE SIMPLE IN DESIGN WITH SQUARE OR TURNED
BALUSTERS

17. ORIGINAL EXTERIOR STAIRCASES SHALL BE PRESERVED AND MAINTAINED
REQUIRED
¢ ORIGINAL CONCRETE, BRICK, OR WOODEN STAIRCASES LEADING TO A PORCH OR
ENTRANCE ON A STOREFRONT SHALL BE PRESERVED AND MAINTAINED.

ORIGINAL WOOD, BRICK, OR CONCRETE STAIRCASES SHALL BE REPAIRED OR REPLACED
WITH STAIRS OF MATCHING MATERIALS.

PRE-CAST OR PRE-FORMED CONCRETE STAIRS SHALL NOT BE INSTALLED ON
STOREFRONTS.

BALUSTRADES FOR NEW EXTERIOR STAIRS SHALL BE OF SIMPLE DESIGN AND MADE OF
WOOD. WROUGHT IRON HANDRAILS OR RAILS OF OTHER METAL MATERIALS SHALL
NOT BE INSTALLED UNLESS MISSING STAIRS ARE BEING REPLICATED FROM
ARCHITECTURAL OR PICTORIAL EVIDENCE.

ACCESS VIA HANDICAP RAMPS SHALL BE LOCATED ON REAR FACADES OR SECONDARY
FACADES WHICH ARE NOT READILY VISIBLE. RAMPS WITH CONCRETE BASES AND PIPE
RAILS ARE ALLOWED IF USED ON REAR FACADES. IF REQUIRED ON STOREFRONTS
THEY SHALL BE OF WOOD CONSTRUCTION WITH DESIGN AND DETAILING
COMPATIBLE WITH THE BUILDING. SIMPLE HANDRAILS AND SQUARE OR TURNED
BALUSTERS ARE REQUIRED FOR HANDICAP RAMP CONSTRUCTION.

e THE CONSTRUCTION OF RAMPS SHALL RESULT IN A MINIMAL LOSS OF HISTORIC

BUILDING ELEMENTS AS POSSIBLE.
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SIGNS & STREETSCAPE

18. SIGNS SHALL BE PLACED AT TRADITIONAL, SIGN LOCATIONS
REQUIRED

e WALL SIGNS SHALL NOT EXCEED THE HEIGHT OF THE BUILDING CORNICE.
WALL SIGNS SHALL BE PLACED ON THE FLAT SURFACE OF THE BUILDING.

e WALL SIGNS MAY BE PAINTED OR APPLIED DIRECTLY TO THE FACE OF THE
BUILDING.

e TRADITIONAL LOCATIONS FOR WALL SIGNS ARE ABOVE TRANSOMS, ON
CORNICE FASCIA BOARDS, OR BELOW CORNICES.

e SIGN BRACKETS FOR PROJECTING SIGNS SHALL BE LOCATED NO HIGHER THAN §
SECOND FLOOR WINDOW SILLS.

e AWNING VALENCES MAY BE USED FOR SIGNS.
e NEON SIGNAGE SHALL BE USED ON THE INTERIOR OF WINDOWS ONLY.

e SIGN SYMBOLS AND LOGOS PROVIDE FOR READY IDENTIFICATION OF A
BUSINESS AND THEIR USE IS ENCOURAGED.

19. THE NUMBER OF SIGNS PER BUILDING SHALL BE KEPT TO A MINIMUM
REQUIRED
¢ FREESTANDING SIGNS IN THE DOWNTOWN COMMERCIAL AREA SHALL NOT EXCEED ONE
PER STREET.

e WALL SIGNS SHALL NOT EXCEED 20% OF THE FACE OF THE BUILDING TO WHICH THEY
ARE ATTACHED.

e NO MORE THAN THREE SIGNS PER BUILDING ARE ALLOWED EXCLUDING WINDOW SIGNS.
20. HISTORIC SIGN MATERIALS SHALL BE USED
REQUIRED
e HISTORIC SIGN MATERIALS SUCH AS FINISHED WOOD, AND BRASS AND COPPER LETTERS

ARE APPROPRIATE FOR THE COMMERCIAL DISTRICT. MATERIALS SUCH AS PLYWOOD,
PLASTIC SUBSTRATES, AND UNFINISHED WOOD ARE NOT ALLOWED.

e SIGN BRACKETS SHALL BE OF WOOD OR PRE-PAINTED OR FINISHED METAL

e SIGNS SHALL BE MOUNTED TO MINIMIZE DAMAGE TO HISTORIC MATERIALS. MOUNTING

BOLTS ON MASONRY BUILDING SHOULD BE APPLIED TO GO THROUGH MORTAR
JOINTS RATHER THAN THE FACE OF THE BRICK.

SIGNS ARE APPROPRIATE AT
MANY BUILDING LOCATIONS
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21.

22.

23.

24.

25.

Hannibal, Missouri

SIGN COLORS SHALL BE COORDINATED WITH OVERALL BUILDING COLORS
REQUIRED
¢SIGNS SHALL HAVE NO MORE THAN TWO OR THREE COLORS.
¢DARK BACKGROUNDS WITH LIGHT LETTERS ARE APPROPRIATE AND SHOULD BE
CONSIDERED FOR SIGN COLORS. DARK COLORS ARE ALSO APPROPRIATE SINCE THEY
COMPLEMENT THE DARK RED COLORS OF MASONRY IN THE DOWNTOWN AREA.

SIGNS SHALL BE COORDINATED WITH ADJACENT BUIJ.DINGS
REQUIRED
e THE LOCATION, SIZE, AND PLACEMENT OF SIGNS SHALL COMPLEMENT THOSE OF
NEIGHBORING OR ADJACENT BUILDINGS.
e SIGNS WHICH ARE OUT OF SCALE OR HAVE SUBSTANTIALLY DIFFERENT LOCATIONS FROM
ADJACENT BUILDINGS SHALL BE AVOIDED.

COLONIAL, OR “WILLIAMSBURG" SIGNS SHOULD BE AVOIDED
REQUIRED
e CONTEMPORARY SIGN DESIGNS AND SIGNS BASED ON STYLES FROM THE MID-19TH AND
EARLY 20TH CENTURY ARE APPROPRIATE.
e SIGNS REFLECTING AN EARLIER PERIOD OF HISTORY SUCH AS COLONIAL WILLIAMSBURG
OR NEW ENGLAND ARE NOT ALLOWED.

HISTORIC WALL SIGNS SHALL BE PRESERVED
REQUIRED
e HISTORIC WALL SIGNS PAINTED ON EXTERIOR MASONRY WALLS SHALL BE RETAINED
AND MAINTAINED. WALL SIGNS MAY BE TOUCHED UP WITH NEW PAINT IF DESIRED.
USE PAINT AND DESIGN MATCHES THE ORIGINAL.

SIGNS SHALL NOT OBSCURE OR CONCEAL ARCHITECTURAL DETAILS
REQUIRED

e SIGNS SHALL NOT CONCEAL OR OBSCURE ORIGINAL DECORATIVE DESIGNS OR
DETAILING ON STOREFRONTS OR UPPER FACADES.
¢ TRANSOM PANELS SHALL NOT BE COVERED OR OBSCURED WITH SIGNS.
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26. TRADITIONAL SIGN LETTERING IS RECOMMENDED
REQUIRED

e | ETTERS SHALL NOT EXCEED 18 INCHES IN HEIGHT ON ALL SIGNS.
e NO MORE THAN 60% OF A SIGN’S TOTAL AREA SHALL BE OCCUPIED BY
LETTERING.
RECOMMENDED
e SERIF STYLE LETTERS ARE MORE APPROPRIATE THAN SAN SERIF STYLES AND
THEIR USE IS ENCOURAGED.

27. LIGHTING FOR SIGNS SHALL BE CONCEALED
REQUIRED
e | IGHT FIXTURES FOR SIGNS SHALL NOT BE READILY VISIBLE FROM THE
STREET OR SIDEWALK LEVEL..
e INTERNALLY LIT SIGNS NOT ALLOWED EXCEPT FOR NEON SIGNS.
e INCANDESCENT LIGHTS RATHER THAN SPOT OR FLOOR LIGHTS ARE NOT
ALLOWED.

28. PARKING LOTS SHALL MAINTAIN ALIGNMENT
REQUIRED
e PARKING LOTS SHALL BE CONSISTENT WITH THE ALIGNMENT FOUND ALONG
EACH BLOCK IN THE DOWNTOWN AREA. ALL BUILDINGS IN THE
COMMERCIAL AREA ARE FLUSH WITH THE SIDEWALK OR HAVE A SETBACK
OF ONLY A FEW FEET. PARKING LOTS INTRODUCED INTO THE DOWNTOWN
AREA SHOULD MAINTAIN THIS ALIGNMENT THROUGH LANDSCAPE
ELEMENTS SUCH AS TREES, HEDGES, LOW SHRUBS, EARTH BERMS, OR
BRICK OR WOOD FENCES.

29. LANDSCAPING SHALL BE PROVIDED FOR PARKING LOTS
REQUIRED
e PARKING LOTS IN THE COMMERCIAL AREA SHALL BE LANDSCAPED THROUGH
THE USE OF LOW SHRUBS TREES, AND OTHER PLANTS. LIVE TREES, TEN
(10”) INCHES OR LARGER IN CALIPER (DIAMETER) SHALL BE RETAINED
AND INCORPORATED INTO PARKING LOT LANDSCAPING.

Hannibal, Missouri

BUFFER THE EDGES OF
PARKING LOTS WITH
LANDSCAPING

LANDSCAPED ALLEY,
MAPLEWOOD MISSOURI
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30. LANDSCAPING SHALL COMPLEMENT BUILDINGS
RECOMMENDED

e TREES OF LIMITED HEIGHT AND DIMENSIONS ARE APPROPRIATE FOR THE COMMERCIAL
AREA, SHADE TREES HAVE BEEN ADDED ALONG SEVERAL BLOCKS OF MAIN STREET,
IN RECENT DECADES AND ARE APPROPRIATE FOR THE DOWNTOWN AREA. THE
PLANTING OF NEW TREES IN THE DOWNTOWN AREA IS TO BE ENCOURAGED AS LONG
AS THE TREES HAVE LIMITED HEIGHT AND CANOPY DIMENSIONS AT MATURITY .

N

Curb Zon}e

s Y S

Building Zone Pedestrian ZonJ
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30. LANDSCAPING SHALL COMPLEMENT BUILDINGS (CONTINUED)
RECOMMENDED
TREES SHALL BE SECONDARY TO THE HISTORIC BUILDING ARCHITECTURE IN THE
COMMERCIAL AREA AND TREES WHICH MAY MASK ENTIRE FACADES OR CAUSE
CONTINUAL MAINTENANCE PROBLEMS SHOULD BE AVOIDED.
e L OW PLANTS AND SHRUBS AT SIDEWALKS ARE APPROPRIATE. THROUGHOUT THE
COMMERCIAL AREA ARE A VARIETY OF FLOWER BOXES, SHRUBS, AND OTHER PLANTS.

31. SIDEWALK AND STREET IMPROVEMENT SHALL ENHANCE DOWNTOWN CHARACTER
RECOMMENDED
e STREETSCAPE IMPROVEMENTS SHALL BE COORDINATED WITH
THE HISTORIC CHARACTER OF THE AREA. SIMPLE AND
DURABLE STREETSCAPE IMPROVEMENTS ARE DESIRABLE
e THE INSTALLATION OF HISTORIC REPRODUCTIONS OF LIGHT
FIXTURES SHOULD BE CONSIDERED

UPPER FACADES

32. UPPER FACADE WINDOWS SHALL RETAIN ORIGINAL DIMENSIONS
AND DETAILS
REQUIRED

e ORIGINAL WINDOW OPENINGS, SASH ELEMENTS AND DETAILS
SUCH AS CAST IRON OR SHEET METAL CORNICES SHALL BE
PRESERVED AND MAINTAINED.

e ORIGINAL WINDOW OPENINGS SHALL NOT BE ENCLOSED OR
OBSCURED WITH ADDED MATERIALS.

e |[F ORIGINAL WINDOW SASH IS MISSING, REPLACEMENT WINDOWS
SHALL BE APPROPRIATE FOR THE PERIOD OF THE BUILDING.
FOR ANTE-BELLUM STRUCTURES, SIX-OVER-SIX OR FOUR-OVER
FOUR SASH IS APPROPRIATE. FOR LATE 19TH CENTURY
BUILDINGS FOUR-OVER-FOUR, TWO-OVER-TWO, OR ONE-OVER-
ONE SASH WINDOWS ARE REQUIRED. FOR EARLY 20TH
CENTURY DESIGNS ONE-OVER-ONE SASH SHALL BE
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32. UPPER FACADE WINDOWS SHALL RETAIN ORIGINAL DIMENSIONS & DETAILS

(CONTINUED)
REQUIRED

INSTALLED. COLONIAL REVIVAL INFLUENCED BUILDINGS MAY HAVE SIX-OVER-SIX, SIX-
OVER-ONE OR SIMILAR SASH CONFIGURATION. NEW WINDOWS SHALL BE MADE OF
WOOD WITH EXTERIOR CLADDING NOT ALLOWED. ALL MUNTINS DIVIDING PANES OF
GLASS MUST BE TRUE DIVIDED LIGHT, WOOD MUNTINS. THE USE OF FLUSH OR SNAP
ON MUNTINS IS NOT ALLOW BECAUSE THEY DO NOT HAVE SUFFICIENT DEPTH IN
IMITATING HISTORIC WINDOWS.

WOOD IS THE REQUIRED MATERIAL FOR REPLACEMENT WINDOWS. ANODIZED, BAKED
ENAMEL OR RAW ALUMINUM OR STEEL WINDOWS ARE NOT ALLOWED.

EXTERIOR STORM WINDOWS ARE APPROPRIATE FOR

HISTORIC WINDOW OPENINGS. ACCEPTABLE MATERIALS CORNICE AND WINDOW HOOD MOLDING AND
ARE WOOD, ALUMINUM WITH A BAKED ENAMEL FINISH COLOR IS PRESERVED

OR ANODIZED FINISH. STORM WINDOWS SHALL BE OF

FULL VIEW DESIGN OR BUILT WITH THE MEETING RAIL TO
MATCH THE MEETING RAIL CONFIGURATION OF THE
WINDOW SASH IN THE OPENING.

EXISTING SHUTTERS SHALL BE RETAINED AND PRESERVED.

AIR CONDITIONING UNITS ARE NOT ALLOWED IN UPPER
FACADE WINDOWS.

MECHANICAL EQUIPMENT IS NOT ALLOWED ON STREET
FACADES INCLUDING BUT NOT LIMITED TO THE FOLLOWING:
METERS; ELECTRICAL SERVICE ENTRANCES; VENTS;
LOUVERS; AIR INTAKES; EXHAUSTS.

eSHUTTERS SHALL NOT BE ADDED TO WINDOWS UNLESS EVIDENCE

OF THEIR AUTHENTICITY CAN BE SHOWN.

METAL ROOF CORNICE

. = — ==
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== = — = =

— =— Ve (T n - ]

— T == T ! = T

27




Design Review Guidelines

Hannibal, Missouri

33. ROOF CORNICES AND PARAPET WALLS SHALL BE PRESERVED AND MAINTAINED
REQUIRED
e ORIGINAL BRICK, WOOD, CAST IRON, OR SHEET METAL CORNICES SHALL BE PRESERVED
AND MAINTAINED.

ORIGINAL CORNICE ELEMENTS SHALL NOT BE CONCEALED OR OBSCURED.

FOR SHEET METAL CORNICES WHICH HAVE DETERIORATED OR MISSING SECTIONS,
REPLACEMENT WITH NEW SHEET METAL ELEMENTS TO MATCH THE ORIGINAL PROFILE
IS RECOMMENDED. FIBERGLASS, OR OTHER SYNTHETIC MATERIALS, MAY BE USED IF
HISTORIC PATTERNS ARE RECREATED.

BRICK, STONE, OR CONCRETE PARAPET WALLS SHALL NOT BE REMOVED OR ALTERED. IF
REPAIR IS NECESSARY THE MORTAR AND MASONRY SHOULD BE REPAIRED TO MATCH
THE ORIGINAL DIMENSIONS AND MATERIALS OF THE PARAPET WALL.

FOR BUILDINGS WHICH HAVE LOST THEIR ORIGINAL METAL OR WOOD CORNICES
REPLACEMENT BASED ON HISTORIC EVIDENCE SUCH AS PHOTOGRAPHS OR
"GHOSTS'" OF CORNICE DESIGNS IS RECOMMENDED. LACKING SUCH EVIDENCE, NEW
CORNICES OF WOOD OR SHEET METAL MAY BE ADDED BASED ON CORNICES ON
BUILDINGS OF SIMILAR AGE AND DESIGN IN THE DOWNTOWN AREA.

34. HISTORIC COLORS AND TEXTURES SHALL BE PRESERVED & MAINTAINED
REQUIRED

¢ MASONRY WALLS THAT HAVE NOT BEEN PREVIOUSLY PAINTED SHALL
NOT BE PAINTED UNLESS REPAIR OR ADDITIONS HAVE RESULTED IN
SIGNIFICANT CONTRASTS IN THE BRICK AND MORTAR.

e STUCCO OR SIMILAR EXTERIOR INSULATION SYSTEMS SHALL NOT BE
APPLIED ON PRIMARY FACADES. THIS SURFACE TREATMENT MAY
BE APPROPRIATE FOR SECONDARY OR REAR FACADES OF
MASONRY BUILDINGS WHICH ARE IN POOR CONDITION OR HAVE
BEEN SANDBLASTED.

¢ COLORS SHOULD BE SELECTED TO COMPLIMENT THE DOMINANT
EXISTING COLORS OF DARK RED AND SIMILAR HUES.

e THESE DESIGN GUIDELINES AND THE ORDINANCE SPECIFICALLY DO
NOT CONTROL INTERIOR OR EXTERIOR PAINT COLORS.
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IMPROVEMENTS TO REAR FACADES

35. ADDITIONS ARE APPROPRIATE AT REAR FACADES
REQUIRED

Hannibal, Missouri

¢ REAR FACADES ARE ACCEPTABLE LOCATIONS FOR ADDITIONS, ELEVATOR SHAFTS, EXTERIOR
STAIRCASES, AND SECONDARY ENTRANCES. THESE IMPROVEMENTS SHALL BE KEPT SIMPLE
AND ATTEMPTS TO CREATE A RAISE HISTORICAL APPEARANCE SHALL BE AVOIDED.

¢ WOOD OR MASONRY CONSTRUCTION ARE ACCEPTABLE MATERIALS FOR
ADDITIONS. LESS DESIRABLE ARE ADDITIONS OF METAL OR GLASS.

¢ REAR ADDITIONS SHALL BE STEPPED LOWER THAN THE ROOFLINE OF
THE ORIGINAL BUILDING.

e THE CONSTRUCTION OF THE ADDITION SHALL NOT RESULT IN THE LOSS
OF SUBSTANTIAL MATERIAL ON THE REAR FACADE OF THE
ORIGINAL BUILDING. THE WHOLESALE REMOVAL OF SECTIONS OF
AN ORIGINAL REAR WALL SHALL NOT TAKE PLACE UNLESS
SIGNIFICANT STRUCTURAL DEFICIENCIES CAN BE DEMONSTRATED.
ADDITIONS SHALL BE DESIGNED SO THAT AN OWNER MAY REMOVE
THE ADDITION AND RESTORE THE ORIGINAL FACADE IF SO DESIRED.

36. MECHANICAL, OR OTHER EQUIPMENT SHALL BE SCREENED
REQUIRED

¢ TRASH RECEPTACLES AND DUMPSTERS ON REAR FACADES SHALL BE
SCREENED THROUGH THE USE OF MASONRY OR WOOD PANELS,
LANDSCAPING, OR A COMBINATION OF THE. TWO. THE USE OF
FRAME LATTICE PANELS ON A BRICK, OR MASONRY BASE IS
RECOMMENDED.

® MECHANICAL, OR OTHER EQUIPMENT, COOLERS, FREEZERS,

SCREEN ALL WASTE RECEPTACLES
OR DUMPSTERS

COMMUNICATION, GROUND MOUNT ELECTRICAL TRANSFORMERS, METERS, LOADING DOCKS

SHALL BE SCREENED.

®¢STORAGE SHEDS SHALL BE MADE OF WOOD. NO METAL OR PLASTIC MATERIALS ALLOWED.

37. COORDINATE COLORS AND SIGNS WITH THE PRIMARY FACADE
REQUIRED

o BUILDING COLORS AND SIGNS SHALL BE IN KEEPING WITH THOSE ON THE PRIMARY FACADE TO

PROVIDE READY IDENTIFICATION OF THE BUILDING AND OCCUPANT.

e SERVICE EQUIPMENT SUCH AS WATER AND ELECTRICAL CONDUITS SHALL BE PAINTED TO BLEND

WITH THE OVERALL EXTERIOR COLOR OF THE BUILDING.

® SIGNS FOR REAR FACADES SHALL FOLLOW SIGN GUIDELINES FOR PRIMARY FACADES.
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ALTERATIONS ACQUIRING SIGNIFICANCE

38. SIGNIFICANT ADDITIONS SHOULD BE PRESERVED AND MAINTAINED
REQUIRED
e ADDITIONS TO HISTORIC BUILDINGS IN THE LATE 19TH AND EARLY 20TH CENTURY
MAY BE SIGNIFICANT AND SHOULD BE PRESERVED AND MAINTAINED. HANNIBAL'S
COMMERCIAL AREA HAS A NUMBER OF BUILDINGS CONSTRUCTED IN THE
MID-19TH CENTURY WHICH WERE LATER ENLARGED BY REAR ADDITIONS.
ADDITIONS FROM THE LATE 19TH AND EARLY 20TH CENTURY MAY HAVE
ACHIEVED SIGNIFICANCE IN THEIR OWN RIGHT THROUGH THEIR DESIGN AND
DETAILING. SUCH ADDITIONS SHALL BE RETAINED AND PRESERVED.

39. SIGNIFICANT STOREFRONTS SHALL BE PRESERVED AND MAINTAINED

REQUIRED
* STOREFRONTS WHICH WERE RENOVATED ON HISTORIC BUILDINGS DURING THE

EARLY-TO-MID-20TH CENTURY MAY HAVE ACHIEVED SIGNIFICANCE AND SHOULD
BE PRESERVED AND MAINTAINED. SEVERAL OF HANNIBAL'S 19TH CENTURY
COMMERCIAL BUILDINGS WERE RENOVATED FROM 1910 TO 1940 WITH
MATERIALS SUCH AS LEADED GLASS, AND GLASS MATERIALS KNOWN AS
CARRARA GLASS AND VITROLITE. OTHER STOREFRONTS WERE RENOVATED TO
REFLECT THE INFLUENCES OF THE ART DECO AND ART MODERNE STYLES.
SUCH STOREFRONTS ARE RECOGNIZED AS HAVING ACHIEVED THEIR OWN
ARCHITECTURAL SIGNIFICANCE AND SHALL BE REPAIRED AND MAINTAINED.

40. SIGNIFICANT EXTERIOR CHANGES SHALL BE MAINTAINED AND PRESERVED
REQUIRED
e BUILDINGS WHICH WERE RENOVATED IN THE EARLY 20TH CENTURY TO REFLECT

STYLES OF THIS PERIOD SHOULD BE MAINTAINED AND PRESERVED. THE REMOVAL
OF THESE ALTERATIONS OR FEATURES TO ORIGINAL BUILDING DESIGN IS NOT AP-
PROPRIATE. SEVERAL 19TH CENTURY BUILDINGS WERE RENOVATED AT A LATER
DATE TO REFLECT ITALIANATE, COLONIAL REVIVAL, AND OTHER STYLISTIC INFLU-~
ENCES. THESE CHANGES NOW DEFINE THE BUILDING'S ARCHITECTURAL CHARAC-
TER AND SHOULD BE RESPECTED AND PRESERVED. THE REMOVAL OR RENOVA-
TION OF THESE FACADES, EVEN WHEN BASED ON HISTORICAL EVIDENCE, IS NOT

RECOMMENDED.
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NEW COMMERCIAL BUILDING GUIDELINES

a1.

42.

43.

NEW BUILDINGS SHALL BE CONTEMPORARY IN DESIGN; HISTORIC REPRODUCTIONS ARE
NOT ALLOWED
REQUIRED
e NEW BUILDINGS SHALL HAVE THEIR OWN DESIGN CHARACTERISTICS.
e SUCCESSFUL NEW CONSTRUCTION IN HISTORIC COMMERCIAL AREAS IS CLEARLY OF ITS
PERIOD BUT AVOIDS DIRECT IMITATION OF HISTORIC DESIGNS SUCH AS REPRODUCING
WINDOW LINTELS OR ELABORATE SHEET METAL CORNICES. DIRECT REPRODUCTIONS
MAY CAUSE OBSERVERS TO CONFUSE THE OLD WITH THE NEW.

RECONSTRUCTION OF HISTORIC COMMERCIAL BUILDINGS MAY BE ALLOWED
REQUIRED

¢ RECONSTRUCTION OF BUILDINGS WHICH ARE CLEARLY DOCUMENTED MAY TAKE PLACE
ON THEIR ORIGINAL. SITE. DOCUMENTATION FOR HANNIBAL'S HISTORIC COMMERCIAL
AREA IS EXTENSIVE AND SHOULD BE THE BASIS FOR ANY BUILDING REPRODUCTIONS.

¢ RECONSTRUCTED BUILDINGS SHALL BE OF MATERIALS, DETAILING, AND DECORATIVE
FEATURES TO MATCH OR CLOSELY APPROXIMATE THE ORIGINAL BUILDING.

¢ RECONSTRUCTED BUILDINGS SHOULD BE CLEARLY DESIGNATED AS A RECONSTRUCTION
AS OPPOSED TO AN ORIGINAL HISTORIC BUILDING. THIS MAY BE DONE THROUGH A
MARKER APPLIED TO THE EXTERIOR OF THE BUILDING, FREESTANDING SIGN, OR
OTHER METHOD OF DESIGNATION.

HISTORIC BUILDING MATERIALS ARE REQUIRED FOR NEW CONSTRUCTION
REQUIRED
e MASONRY IS THE PREFERRED BUILDING MATERIAL FOR NEW CONSTRUCTION IN HANNIBAL
ALTHOUGH WOOD IS ALSO ACCEPTABLE. MATERIALS SUCH AS GLASS AND METAL,
VINYL, OR STUCCO ARE NOT ALLOWED.
¢ MASONRY MATERIALS SUCH AS BRICK, STONE, OR CONCRETE, SHOULD BE COMPATIBLE
IN SIZE, PROFILE, AND DETAILING WITH HISTORIC MATERIALS.

31



Design Review Guidelines

Hannibal, Missouri

44. NEW BUILDINGS SHALL MAINTAIN STOREFRONT AND UPPER FACADE CONFIGURATION

REQUIRED

e NEW CONSTRUCTION SHOULD PRESERVE AND MAINTAIN THE EXISTING ALIGNMENT AND

SPACING OF STOREFRONTS AND UPPER FACADE.

e EITHER FLUSH OR RECESSED STOREFRONTS ARE APPROPRIATE FOR NEW BUILDINGS.
RECESSED ENTRANCES MAY ALLOW MORE FLEXIBILITY IN MEETING CODE

REQUIREMENTS.

e NEW CONSTRUCTION SHALL MAINTAIN THE APPEARANCE OF THE STOREFRONT/UPPER
FACADE ARRANGEMENT. THE FIRST FLOOR AREAS OF NEW CONSTRUCTION SHALL
HAVE LARGE EXPANSES OF DISPLAY WINDOWS WHILE UPPER FACADES SHALL
BE OF SOLID WALLS WITH PROPORTIONAL WINDOW OPENINGS. THE DIFFERENCE

BETWEEN THE STOREFRONT AND UPPER FACADE
SHALL BE CLEARLY DEFINED AND EXPRESSED
THROUGH ARCHITECTURAL FEATURES SUCH AS
TRANSOM BARS, DIFFERING MATERIALS, OR PAINT
COLORS.

¢ TEMPORARY STRUCTURES TO BE USED FOR SPECIAL
PURPOSES ARE NOT ALLOWED AND WILL NOT
RECEIVE AN LOA PURSUANT TO THIS PARAGRAPH

45. NEW BUILDINGS SHALL REINFORCE FACADE RYTHMS
REQUIRED

e NEW BUILDINGS SHALL REINFORCE THE
APPEARANCE AND RHYTHM OF VERTICAL
DIVISIONS TO MAINTAIN CONSISTENT FACADE
WIDTHS.

e BUILDINGS WITH UPPER FACADES OF SOLID BRICK
OR GLASS WALLS OR STRONG HORIZONTAL
LINES SHALL NOT BE CONSTRUCTED.

e BUILDINGS WHICH ARE CONSTRUCTED OVER
SEVERAL LOTS, OR ARE 50" OR MORE IN WIDTH,
SHOULD BE BUILT WITH DESIGNS TO REINFORCE
THE SPACING AND THE ARRANGEMENTS OF
ADJACENT BUILDINGS. THIS CAN BE DONE

fﬂﬁ ~dE
HEE

EE!

NEW BUILDINGS ARE SAME IN SCALE
AND ARE ALIGNED WITH SIDEWALKS

NEW BUILDINGS FOLLOW THE
RHYTHM OF EXISTING BUILDINGS
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45. NEW BUILDINGS SHALL REINFORCE FACADE RYTHMS (CONTINUED)
REQUIRED
THROUGH THE INTRODUCTION OF ARCHITECTURAL ELEMENTS ON PRIMARY FACADES
SUCH AS VERTICAL DIVISIONS, THROUGH STEPPING OF BUILDING HEIGHTS OR
WIDTHS, AND THROUGH THE USE OF DIFFERING TEXTURES OR COLORS.

46. NEW BUILDINGS SHALL RESPECT AILIGNMENT
REQUIRED

e NEW BUILDINGS SHALL REINFORCE THE EXISTING ALIGNMENT AND LACK OF SETBACK
OF BUILDINGS IN THE COMMERCIAL AREA.

e NEW BUILDINGS IN THE DOWNTOWN AREA SHALL CONTINUE THE EXISTING ALIGNMENT
AND PROPORTIONS OF UPPER FACADE WINDOWS. WINDOWS INCONSISTENT WITH
HISTORIC WINDOW PROPORTIONS SHALL NOT BE INSTALLED.

e WINDOW OPENINGS ON NEW BUILDINGS SHALL BE RECTANGULAR AND ARCHED WITH
VERTICAL, RATHER THAN HORIZONTAL PROPORTIONS. SQUARE WINDOWS, NARROW
WIDTH HORIZONTAL WINDOWS, AND OTHER DESIGNS OUT OF KEEPING WITH
TRADITIONAL WINDOW FORMS AND PROPORTIONS SHALL NOT BE INSTALLED.

e THE USE OF MINIMAL BRICK CORBELLING OR BANDING OF BRICK OR CONCRETE TO
DEFINE OR DECORATE WINDOWS IS APPROPRIATE.

47. NEW BUILDINGS SHALL RESPECT AVERAGE BUILDING HEIGHTS
REQUIRED
e A. NEW BUILDINGS SHALL NOT EXCEED THE AVERAGE HEIGHT OF BUILDINGS
ON A BLOCK BY MORE THAN 10% AND PRESENT ZONING PROHIBITS ANY
BUILDING OVER FORTY FIVE (45) FEET.

48. ROOFTOP ADDITIONS MAY BE APPROPRIATE
REQUIRED
¢ CONSTRUCTION OF AN ADDITIONAL STORY AT THE ROOF OF A COMMERCIAL BUILDING IS
ACCEPTABLE AS LONG AS THE ADDITION IS STEPPED BACK FROM THE MAIN FACADE
AND IS NOT READILY VISIBLE FROM THE STREET.
e ROOF ADDITIONS SHALL BE CONTEMPORARY IN DESIGN AND DISTINGUISHABLE FROM
THE ORIGINAL BUILDING.
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RELOCATION AND DEMOLITION

49. HISTORIC BUILDINGS SHOULD NOT BE RELOCATED OUT OF A DISTRICT
RECOMMENDED

e THE RELOCATION OR MOVING OF A BUILDING OR STRUCTURE FROM A HISTORIC DISTRICT
IS INAPPROPRIATE IF THE BUILDING OR STRUCTURE RETAINS ITS ARCHITECTURAL AND
HISTORICAL INTEGRITY.

e MOVING A BUILDING THAT DOES NOT CONTRIBUTE TO THE ARCHITECTURAL AND
HISTORICAL CHARACTER OF A DISTRICT MAY BE APPROPRIATE IF ITS REMOVAL WOULD
RESULT IN A MORE POSITIVE VISUAL APPEARANCE TO THE DISTRICT.

50. HISTORIC BUILDINGS SHALL NOT BE RELOCATED WITHIN A DISTRICT
RECOMMENDED

e HISTORIC BUILDINGS WITHIN A DISTRICT SHALL NOT BE MOVED FROM ONE SITE TO
ANOTHER EXCEPT WHERE THREATENED WITH DEMOLITION OR LOSS OF INTEGRITY OF
SITE AND SETTING.

e BUILDINGS WHICH ARE MOVED TO ANOTHER LOCATION IN A DISTRICT SHALL BE
COMPATIBLE WITH ADJACENT BUILDINGS IN STYLE, HEIGHT, SCALE, MATERIALS, AND
SETBACK, AND BE SIMILAR IN SITE AND SETTING.

57. RELOCATION OF HISTORIC BUILDINGS INTO A DISTRICT MAY BE APPROPRIATE
REQUIRED

e RELOCATION OF A HISTORIC BUILDING INTO A DISTRICT MAY BE APPROPRIATE IF IT DOES
NOT RESULT IN THE LOSS OF A HISTORIC BUILDING ON THE SITE TO WHICH IT IS
MOVED.

e A BUILDING MAY BE MOVED INTO A DISTRICT IF IT MAINTAINS AND SUPPORTS THE
DISTRICT'S ARCHITECTURAL CHARACTER THROUGH ITS STYLE, HEIGHT, SCALE,
MASSING, MATERIALS, TEXTURE, SITE, AND SETTING. THE BUILDING MUST BE
ARCHITECTURALLY COMPATIBLE WITH ADJACENT STRUCTURES ON ITS NEW SITE.

e WHERE BUILDINGS HAVE BEEN MOVED INTO A DISTRICT IT IS REQUIRED THAT THEY BE
IDENTIFIED THROUGH A PLAQUE OR MARKER WITH THE ORIGINAL CONSTRUCTION
DATE, ORIGINAL LOCATION AND MOVING DATE.
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52. DEMOLITION OF HISTORIC BUILDINGS SHOULD NOT OCCUR
REQUIRED
e DEMOLITION OF HISTORIC BUILDINGS AND STRUCTURES SHOULD NOT TAKE PLACE.
DEMOLITION MAY ONLY BE APPROVED IF ONE OR MORE OF THE FOLLOWING CONDITIONS
ARE MET!

- |IF A BUILDING HAS LOST IT ARCHITECTURAL AND HISTORICAL INTEGRITY AND
IMPORTANCE AND ITS REMOVAL WILL NOT RESULT IN A MORE NEGATIVE, LESS
APPROPRIATE VISUAL EFFECT ON THE DISTRICT.

- IF A BUILDING DOES NOT CONTRIBUTE TO THE HISTORICAL OR ARCHITECTURAL
CHARACTER AND IMPORTANCE OF THE DISTRICT AND ITS REMOVAL WILL
RESULT IN A MORE POSITIVE, APPROPRIATE VISUAL EFFECT ON THE DISTRICT.

- |[F THE DENIAL OF THE DEMOLITION WILL RESULT IN AN UNREASONABLE ECONOMIC
HARDSHIP ON THE APPLICANT AS DETERMINED BY THE HISTORIC DISTRICT
DEVELOPMENT COMMISSION.

- [IF THE PUBLIC SAFETY AND WELFARE REQUIRES THE REMOVAL OF A STRUCTURE OR
BUILDING.

- |[F THE STRUCTURAL INSTABILITY OR DETERIORATION OF A PROPERTY IS
DEMONSTRATED THROUGH A REPORT BY A STRUCTURAL ENGINEER OR
ARCHITECT. SUCH A REPORT MUST CLEARLY DETAIL THE PROPERTY'S PHYSICAL
CONDITION, REASONS WHY REHABILITATION IS NOT FEASIBLE, AND COST
ESTIMATES FOR REHABILITATION VERSUS DEMOLITION. IN ADDITION TO THIS
REPORT THERE SHOULD BE A SEPARATE REPORT WHICH DETAILS FUTURE
ACTION ON THE SITE. THE CITY & THE HDDC RETAIN THE RIGHT TO CONTRACT
WITH A STRUCTURAL ENGINEER OR ARCHITECT TO GENERATE AN ADDITIONAL
REPORT IF THE HDDC SO DESIRES.
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ROOFS AND ROOFING

53. ROOFS AND ROOFING
REQUIRED
¢ PRESERVING THE EXISTING ROOF SHAPE.

RETAINING THE EXISTING ROOFING MATERIAL; WHENEVER POSSIBLE.

REPLACING DETERIORATED ROOF COVERINGS WITH NEW MATERIAL THAT MATCHES THE
OLD IN COMPOSITION, SIZE, SHAPE, COLOR, AND TEXTURE.

PRESERVING OR REPLACING, WHERE NECESSARY, ALL ARCHITECTURAL FEATURES THAT
GIVE THE ROOF ITS ESSENTIAL CHARACTER, SUCH AS DORMER WINDOWS, CUPOLAS,
CORNICES! BRACKETS, CHIMNEYS, CRESTING, AND WEATHER VANES.

ROOFS THAT CANNOT BE SEEN BY ANY PUBLIC RIGHT OF WAY MAY USE WHATEVER ROOF
COVERING IS ALLOWED BY THE BUILDING CODE. ROOFS THAT CAN BE SEEN FROM A
PUBLIC RIGHT OF WAY WITH PITCH OF 3 IN 12, OR STEEPER, SHALL BE SHINGLES OF
FIBERGLASS AND ASPHALT, SAWN WOOD SHINGLES OR STANDING SEAM SHEET METAL
174 :12. ROOFS WITH PITCH OF 2 IN 12/ OR LESS SHALL BE MEMBRANE, OR FLAT
SEAM METAL.

ROUGH SPLIT WOOD SHAKES ARE NOT ALLOWED.

STRUCTURAL RIBBED METAL PANELS, OR CORRUGATED METAL PANELS, ARE NOT
ALLOWED FOR ANY ROOF THAT CAN BE SEEN FROM A PUBLIC RIGHT OF WAY.

NEW ROOFING MATERIAL THAT IS VISIBLE FROM A PUBLIC RIGHT OF WAY AND
INAPPROPRIATE TO THE STYLE AND PERIOD OF THE BUILDING AND NEIGHBORHOOD IS
NOT ALLOWED.

REPLACING DETERIORATED ROOF COVERINGS THAT ARE VISIBLE FROM A PUBLIC RIGHT
OF WAY WITH NEW MATERIALS THAT DIFFER TO SUCH AN EXTENT FROM THE OLD IN
COMPOSITION, SIZE, SHAPE, COLOR, AND TEXTURE THAT THE APPEARANCE OF THE
BUILDING IS ALTERED, IS NOT ALLOWED.

RETAINING THE CHARACTER DEFINING ARCHITECTURAL FEATURES OF THE ROOF THAT ARE
VISIBLE FROM THE PUBLIC RIGHT OF WAY IS REQUIRED.
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MAINTENANCE

EXTERIOR WOOD SIDING

e PREVENT WATER FROM MAKING CONTACT WITH EXTERIOR WOOD SIDING. OF PARTICULAR
IMPORTANCE IS KEEPING ALL GUTTERS AND DOWNSPOUTS IN GOOD REPAIR TO KEEP WATER
FROM INFILTRATING THE WOOD SURFACE.

ALL EXPOSED WOOD SHALL BE KEPT PAINTED OR TREATED WITH PRESERVATIVES.

REPAIRS FOR WOOD SIDING SUCH AS CRACKS CAN BE MADE THROUGH THE USE OF
WATERPROOF GLUE OR ARCHITECTURAL EPOXIES. LARGE CRACKS MAY BE FILLED WITH
CAULK FOLLOWED BY ARCHITECTURAL EPOXIES. THE SURFACE SHOULD THEN BE SANDED,
ALLOWED TO DRY, AND PAINTED.

WHERE EXTERIOR SIDING HAS TO BE REPLACED, IT SHALL BE REPLACED WITH WOOD THAT
MATCHES IN DIMENSION AND TEXTURE.

OIL BASED PAINTS ARE RECOMMENDED FOR EXTERIOR SIDING. WOOD SIDING AND TRIM SHALL
NOT BE POWER WASHED. THE PAINTING OF EXTERIOR WOOD SIDING AND TRIM SHOULD BE
DONE ONLY WHEN THE WOOD HAS LESS THAN A 15% MOISTURE CONTENT. AFFORDABLE
MOISTURE METERS ARE AVAILABLE ON-LINE THROUGH WOODWORKING SUPPLY COMPANIES.

MASONRY AND MORTAR

e KEEP EXTERIOR BRICK CLEAN OF MILDEW, EFFLORESCENCE AND DIRT. ALSO KEEP EXTERIOR
BRICK CLEAN OF VINES, IVY, AND OTHER PLANT MATERIALS. WASHING WITH DETERGENTS
AND WATER ARE BEST FOR EXTERIOR MASONRY AND MORTAR. SANDBLASTING,
WATER BLASTING AND OTHER ABRASIVE CLEANING METHODS ARE DETRIMENTAL TO
HISTORIC BUILDINGS AND SHOULD NOT BE USED.

e REPOINTING OF HISTORIC MORTAR SHALL BE WITH A MORTAR WHICH MATCHES THE ORIGINAL
IN APPEARANCE AND COMPOSITION. MOST MORTAR FROM BEFORE 1900 WAS COMPOSED
OF LIME AND SAND AND A MORTAR WITH SIMILAR CONTENT SHOULD BE APPLIED. THE USE
OF PORTLAND CEMENT IS GENERALLY NOT APPROPRIATE DUE TO THE HARDNESS OF THE
MORTAR VERSUS THE SOFTNESS OF THE BRICK.

e SILICONE BASED WATERPROOF COATINGS ARE NOT ALLOWED. THEY HAVE PROVEN TO
HAVE LIMITED EFFECTIVENESS AND ACTUALLY ADD TO MOISTURE PROBLEMS BY NOT
ALLOWING THE BRICK TO BREATHE. THE USE OF THESE PRODUCTS IS NOT ALLOWED.
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MAINTENANCE (CONTINUED)

ROOF, CORNICES, CHIMNEYS

e CHECK THE ROOF REGULARLY FOR LEAKS, DETERIORATION OF FLASHING, AND WORN ROOF
SURFACES SUCH AS ROLLED OR ASPHALT SHINGLES. AN INSPECTION OF THE UPPER FLOOR
OR ATTIC SPACE DURING OR FOLLOWING A RAINSTORM CAN ALSO ASSIST IN DETECTION
OF WATER.

e KNOW WHAT METALS ARE USED IN THE CORNICE OR ROOF'S FLASHING AND USE ONLY SIMILAR
METALS DURING REPLACEMENT OR REPAIR. DIFFERENT METALS SHOULD NOT TOUCH EACH
OTHER OR A GALVANIC REACTION MAY OCCUR LEADING TO CORROSION.

e METAL ROOFS AND CORNICES SHOULD BE KEPT PAINTED TO PREVENT RUST AND
DETERIORATION. APPROPRIATE PAINTS INCLUDE THOSE WITH A IRON OXIDE OIL BASE.
ASPHALT BASED PAINTS AND ALUMINUM PAINTS SHOULD NOT BE USED ON HISTORIC
METALS AS THEY COULD ACCELERATE THE RUSTING PROCESS.

e CHIMNEYS SHOULD BE REGULARLY CHECKED FOR CRACKING, LEANING, SPALLING, AND
INFESTATION BY BIRDS AND INSECTS. THE USE OF CHIMNEY CAPS OVER CHIMNEYS OR FLUE
OPENINGS IS RECOMMENDED TO KEEP OUT MOISTURE.

GUTTERS AND DOWNSPOUTS

e GUTTERS AND DOWNSPOUTS SHALL BE KEPT IN GOOD REPAIR. THEY MUST BE PROPERLY
CONNECTED, CLEAN OF LEAVES AND OTHER DEBRIS, AND CHANNELING WATER
EFFECTIVELY AWAY FROM THE BUILDING. ALL CRACKS IN DOWNSPOUTS SHOULD BE
SEALED WITH SILICONE CAULK OR SEALANTS.

e THE USE OF SPLASH BLOCKS TO KEEP WATER AWAY FROM THE FOUNDATION IS RECOMMENDED.

e GUTTERS AND DOWNSPOUTS WHICH ARE DETERIORATED SHOULD BE REPLACED WITH NEW
GUTTERS AND DOWNSPOUTS. HALF-ROUND GUTTERS AND ROUND DOWNSPOUTS ARE
PREFERABLE TO CORRUGATED DESIGNS.

FOUNDATIONS
e ALL WATER SHOULD DRAIN AWAY FROM A BUILDING AND SHOULD NOT ENTER THE FOUNDATION

e TREES, SHRUBS, AND OTHER PLANTS SHOULD BE KEPT WELL AWAY FROM THE FOUNDATION TO
PREVENT DAMAGE FROM MOISTURE AND ROOT MOVEMENT.
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MAINTENANCE (CONTINUED)

ENTRANCES

e DOORS, TRANSOMS, AND SIDELIGHTS SHOULD BE KEPT CLEAN AND THE GLASS SHOULD BE
CONTINUALLY WASHED.

e ORIGINAL LOCKS AND HARDWARE SHOULD BE OILED AND IN GOOD REPAIR. I[F HARDWARE IS
MISSING OR DETERIORATED, THE USE OF REPRODUCTION LOCKS AND HARDWARE SUITABLE
FOR THE BUILDING IS RECOMMENDED.

e PAINTING WOODEN DOORS THAT HAVE NATURAL FINISHES IS NOT RECOMMENDED.

WINDOWS

e WINDOWS SHOULD BE KEPT CLEAN AND FREE OF DIRT AND GRIME. WOOD SASH SURFACES
SHOULD BE PAINTED REGULARLY.

¢ WINDOWS SHOULD BE WEATHER STRIPPED TO AID IN ENERGY CONSERVATION.
e SHUTTERS AND BLINDS SHOULD BE KEPT PAINTED AND IN GOOD REPAIR.

e OLD OR DETERIORATED CURTAINS OR SHADES BEHIND WINDOWS SHOULD BE REMOVED OR
REPLACED.

AWNINGS
e CANVAS AWNINGS SHOULD BE WASHED PERIODICALLY AND KEPT IN GOOD REPAIR.
e AWNING HARDWARE SHOULD BE REGULARLY CHECKED FOR RUST OR LOOSE MECHANISMS.
¢ AWNINGS WHICH BECOME TORN OR OTHERWISE DETERIORATED SHOULD BE REPLACED.

SIGNS
e ABANDONED SIGNS AND SIGN HARDWARE SHALL BE REMOVED FROM BUILDINGS.
e SIGNS SHOULD BE KEPT PAINTED AND MOUNTING BOLTS SHOULD BE CHECKED TO MAKE SURE
THEY ARE SECURE.
e LIGHT FIXTURES, CONDUITS, AND WIRING FOR SIGNS SHOULD BE INSPECTED AND REPLACED
WHEN NECESSARY.
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BUILDING DESIGN EXAMPLES
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APPENDIX A

HISTORIC DISTRICT DEVELOPMENT COMMISSION
PROCEDURE FOR OBTAINING A BUILDING PERMIT
WITHIN ANY “H” DISTRICT

12 DECEMBER 1988

ANY PERSON WISHING TO ALTER THE EXTERIOR OF A PROPERTY WITHIN ANY “H" DISTRICT MUST SUBMIT
A COMPLETED “LETTER OF APPROVAL" APPLICATION (ENCLOSED), ACCORDING TO CITY ORDINANCE
3623, PRIOR TO THE CITY BUILDING INSPECTOR ISSUING A BUILDING PERMIT.

APPLICANTS MUST ALSO SUBMIT THE APPROPRIATE INFORMATION AS DEFINED IN THE "SUBMITTAL
REQUIREMENTS TO ACCOMPANY APPLICATIONS FOR A LETTER OF APPROVAL” (ENCLOSED).

THE INFORMATION DESCRIBED ABOVE WILL BE REVIEWED BY THE HISTORIC DISTRICT DEVELOPMENT
COMMISSION (HDDC). SUBMITTALS SHALL BE DELIVERED TO THE BUILDING INSPECTOR A MINIMUM OF
TEN (10) DAYS PRIOR TO ANY REGULARLY SCHEDULED HDDC MEETING. THE HDDC MEETS REGULARLY
THE SECOND AND FOURTH MONDAYS MONTHLY AT 5:30 PM AT CITY HALL, FOURTH AND BROADWAY.

NOTICES

THE FOLLOWING INFORMATION APPLIES TO ANY PROPERTY IN ANY “H” HISTORIC DISTRICT ZONE OF THE
CITY OF HANNIBAL, MISSOURI.

EACH PROJECT WILL BE REVIEWED USING THE DESIGN STANDARDS ESTABLISHED BY THE HDDC AND
APPROVED BY THE CITY COUNCIL. A COPY OF SAID STANDARDS IS AVAILABLE AT THE CITY CLERK'S
OFFICE. SUBMITTALS SHALL BE BASED ON THE MOST RECENTLY UPDATED VERSION OF “THE
SECRETARY OF THE INTERIORS STANDARDS FOR REHABILITATION” AND DOCUMENTS ON FILE IN THE
OFFICE OF THE CITY CLERK.
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“LETTER OF APPROVAL” APPLICATION
For the City of Hannibal, Missouri

Application is hereby made to the Historic District Development Commission (H.DDC) of the City of Hannibal to obtain a “Letter of Approval” for
[Choose applicable classification/s]:

A. New Construction, Reconstruction, Renovation, Infill, and Additions.
B. Restoration
C. Preservation and Maintenance
D. Demolition
______E. Signage
F. Miscellaneous
Please complete all of the following questions:

Location: Lot No. : Block and/or Subdivision No. :

The Building or Property is to be used for:

Description of proposed improvement:

Owner/Agent Information (COMMITTEE USE ONLY)

Name: ACTION TAKEN: APPROVED ___ CONDITIONAL APPROVAL DENIED

Address: COMMENTS:

Business Phone:

I (owner/tenant) understand work will not begin until this
application has been approved and that all material submitted,

in addition to this application, is correct.

SIGNATURE: DATE:

Signature Date
TITLE OR POSITION:
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SUBMITTAL REQUIREMENTS TO ACCOMPANY APPLICATIONS FOR A LETTER OF APPROVAL

THE SUBMITTAL REQUIREMENTS FOR VARIOUS CLASSIFICATIONS OF PROJECTS ARE LISTED BELOW. SEVEN (7) COPIES
OF ALL SUBMITTAL MATERIALS, WITH THE EXCEPTION OF MODELS, MUST BE PROVIDED. THE HDDC MAY REQUIRE
SUBMISSION OF ADDITIONAL MATERIALS AND DOCUMENTATION AS IT DEEMS NECESSARY TO EVALUATE EACH
APPLICATION. TERMS SHALL BE DEFINED AS FOLLOWS:

OWNER == =============~ THE ACTUAL PROPERTY TITLE HOLDER

AGENT - === == ===n = ANY DESIGNATED REPRESENTATIVE OF THE PROPERTY OWNER WHICH MIGHT BE THE
ARCHITECT, DEVELOPER, CONTRACTOR, OR OTHER PERSON

HD.D.C.-----=mmmmm-- THE HISTORIC DISTRICT DEVELOPMENT COMMISSION OF THE CITY OF HANNIBAL

CLASSIFICATION “A”

NEW CONSTRUCTION, RECONSTRUCTION, RENOVATION, INFILL AND ADDITIONS

1. SITEPLAN -===- ===~ THE SITE PLAN SHALL INDICATE SIZE, LOCATION, LANDSCAPING, PARKING, UTILITIES, PUBLIC
RIGHT OF WAYS AND EASEMENTS OF ALL EXISTING AND PROPOSED STRUCTURES. ACCESS
PROVISIONS SHALL ALSO BE ADDRESSED.

2. ELEVATIONS -~ ===~~~ THE ELEVATIONS SHALL BE OF SUFFICIENT SCALE TO INDICATE SIGNIFICANT ARCHITECTURAL
FEATURES OF THE DESIGN. THE ELEVATIONS SHOULD ALSO INDICATE, TO SCALE, ADJACENT
PROPERTIES AND ANY SIGNIFICANT DETAILS OR FEATURES ASSOCIATED WITH THE ADJACENT
PROPERTIES.

3. LIGHTING AND SIGNAGE --- LIGHTING SUBMITTALS SHALL INDICATE TYPE AND WATTAGE OF FIXTURE TO BE USED.
SIGNAGE SHALL BE CLEARLY DEFINED IN THE FORM OF DRAWINGS OF SUFFICIENT SCALE OR
PHOTOGRAPHS.

4. OUTLINE SPECIFICATION--~-~THE OUTLINE SPECIFICATION SHALL BE A WRITTEN SUBMITTAL INDICATING THE TYPES
OF MATERIAL TO BE USED AS WELL AS INSTALLATION METHODS. THE H.D.D.C. RESERVES
THE RIGHT TO REQUIRE SAMPLES OF MATERIALS PROPOSED FOR USE BEFORE APPROVAL.

NOTE: ALL DRAWINGS MUST BE TO SCALE. STUDY MODELS AND PHOTOGRAPHS ARE RECOMMENDED.
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PRIOR TO PREPARING WORKING DRAWINGS AND COMPLETE SPECIFICATIONS, IT IS RECOMMENDED THAT
THE OWNER AND/ OR AGENT PREPARE PRELIMINARY SCALED DRAWINGS AND OUTLINE SPECIFICATIONS
FOR AN INFORMAL REVIEW BETWEEN THE OWNER AND/OR AGENT AND THE HDDC. THIS SUGGESTION IS
MADE SO THAT THE OWNER AND/OR AGENT MAY HAVE THE CHANCE TO FULLY ACQUAINT THEMSELVES
WITH THE “DESIGN REVIEW GUIDELINES” THAT MUST BE ADHERED TO IN THE "H-1" HISTORIC DISTRICT.

THE CHAIR, TOGETHER WITH STAFF, SHALL DETERMINE THE COMPLETENESS OF SUBMITTED
APPLICATIONS ONE WEEK PRIOR TO THE MEETING. SHOULD AN APPLICATION BE DETERMINED TO BE
INCOMPLETE, THE APPLICANT WILL BE CONTACTED BY STAFF WITH A REQUEST FOR ADDITIONAL
MATERIAL. IN THE EVENT THAT THE REQUESTED MATERIAL IS NOT PRESENTED BY THE SCHEDULED
MEETING, THAT APPLICATION SHALL BE WITHDRAWN FROM THE AGENDA.

NOTE: WHERE APPLICABLE, DOCUMENTS ARE TO BE PREPARED BY A LICENSED ARCHITECT FROM THE
STATE OF MISSOURI (MISSOURI REVISED STATUTE 327) UNLESS EXEMPTED UNDER R. S.M0O. 327 101.

CLASSIFICATION “B”
RESTORATION

1. DOCUMENTATION ===~~~ THE EXISTING CONDITIONS AND CHANGES TO BE MADE SHALL BE
DOCUMENTED IN THE FORM OF SCALED DRAWINGS OR PHOTOGRAPHS. HISTORICAL PHOTOGRAPHS
WOULD BE STRONGLY RECOMMENDED.

2. SPECIFICATIONS ===~~~ PROVIDE OUTLINE SPECIFICATIONS FOLLOWING THE GUIDELINES IN CLASS
A4

NOTE: WHERE APPLICABLE, DOCUMENTS ARE TO BE PREPARED BY A LICENSED ARCHITECT FROM THE
STATE OF MISSOURI (MISSOURI REVISED STATUTE 327) UNLESS EXEMPTED UNDER R. S.M0O. 327 101.

CLASSIFICATION “C”
PRESERVATION AND MAINTENANCE

ANY PERSON WISHING TO ENGAGE IN PRESERVATION, MAINTENANCE, REPAIR, OR EMERGENCY REPAIR OF
A BUILDING WITHIN THE "H" HISTORIC DISTRICT OR ANY FUTURE LOCAL HISTORIC DISTRICT MUST
OBTAIN A LETTER OF APPROVAL AND A BUILDING PERMIT.
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APPLICATIONS IN THIS CLASSIFICATION SHALL CONSIST OF A WRITTEN DESCRIPTION OF THE WORK TO
BE UNDERTAKEN. APPLICATIONS WILL BE REVIEWED INITIALLY BY THE BUILDING INSPECTOR AND A
DESIGNATED AGENT, OF THE HDDC TO DETERMINE IF ADDITIONAL SUBMITTAL MATERIALS ARE
REQUIRED. FULL REVIEW BY THE HDDC OF APPLICATIONS IN THIS CLASSIFICATION MAY BE WAIVED BY
CONSENSUS OF THE BUILDING INSPECTOR, AND THE HDDC AGENT AND A LETTER OF APPROVAL SHALL
BE ISSUED IF THE PROJECT IS DETERMINED TO BE OF A MINOR NATURE.

DEADLINE FOR SUBMISSION. APPLICATIONS FOR A LETTER OF APPROVAL SHALL BE SUBMITTED TEN
WORKING DAYS BEFORE THE MONTHLY MEETING THE APPLICATION IS TO BE HEARD BY THE HDDC.
SHOULD THIS DAY FALL UPON A LEGAL HOLIDAY APPLICATIONS OF FOR A LETTER OF APPROVAL SHALL
BE DUE THE FOLLOWING DAY BY NOON.

CLASSIFICATION “D”

DEMOLITION

PRIOR TO DEMOLITION OF ANY BUILDING IN THE "H'" DISTRICT, THE FOLLOWING INFORMATION SHALL. BE

SUBMITTED.

1. DOCUMENTATION ============ DOCUMENT THE STRUCTURE AND PROPERTY AS WELL AS ADJOINING
PROPERTIES IN THE FORM OF PHOTOGRAPHS.

2. HISTORICAL INFORMATION -- PROVIDE GENERAL HISTORICAL INFORMATION ADDRESSING THE AGE,
NOTABLE OCCUPANTS, OR USAGE, AND THE CURRENT USE IF ANY

CLASSIFICATION “E”

SIGNAGE

PRIOR TO ANY SIGNAGE BEING ERECTED IN THE "H" HISTORIC DISTRICT, THE FOLLOWING INFORMATION
SHALL BE SUBMITTED:

1. PHOTOGRAPHS -==========n==-~ DOCUMENT THE STRUCTURE AND PROPERTY AS WELL AS ADJOINING
PROPERTIES IN THE FORM OF PHOTOGRAPHS.

2. DRAWINGS = === ========mmn=nn SUBMIT SCALED DRAWING OF THE PROPOSED SIGNAGE INDICATING
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DIMENSIONS, MATERIALS, WORDING (SIZE AND TYPE OF SCRIPT) AND DESIGN

NOTE: THE H.D.D.C. WILL BASE ITS CONSIDERATION ON THE SIGN'S RELATION TO THE INDIVIDUAL
PROPERTIES OR SITE AND TO THE HISTORIC DISTRICT AS A WHOLE.

CLASSIFICATION “F”

MisceLLANEoOUS (WALLS, GATES, FENCES, SECURITY BARS, SOLAR COLLECTORS, AIR CONDITIONING,
LANDSCAPING, EXTERIOR LIGHTING, STREET FURNITURE, ANTENNAS, SATELLITE
DISHES, ETC.)

1. PHOTOGRAPHS --- ===~~~ SUBMIT A PHOTOGRAPH OF PROPOSED LOCATION AND SURROUNDINGS. FOR
EXAMPLE, IF A FENCE WERE PROPOSED, THE PHOTOGRAPH SHOULD SHOW
THE AREA TO BE ENCLOSED AND NEIGHBORING PROPERTIES.

2. DRAWINGS ===========~~ SUBMIT SCALED DRAWING INDICATING SIZE, MATERIALS, AND DESIGN OF THE
IMPROVEMENT

NOTE: THE HDDC WILL BASE ITS CONSIDERATION ON THE IMPROVEMENT'S RELATION TO THE
INDIVIDUAL SITE AND TO THE HISTORIC DISTRICT AS A WHOLE.

49



Design Review Guidelines

Hannibal, Missouri

HisTORIC DISTRICT DEVELOPMENT COMMISSION
RULES OF PROCEDURE

I. AUTHORITY

THE HISTORIC DISTRICT DEVELOPMENT COMMISSION (HDDC) HAS BEEN CREATED PURSUANT TO THE MIS-
SOURI HISTORIC PRESERVATION ACT AND A LOCAL HISTORIC PRESERVATION ORDINANCE ADOPTED BY THE
CITY OF HANNIBAL, AND SHALL BE GOVERNED BY THE TERMS THEREOF.

Il. MEMBERSHIP VACANCIES

A. THE HDDC SHALL CONSIST OF SEVEN MEMBERS APPOINTED BY THE CITY MANAGER AS FOLLOWS:
(1) ONE MEMBER OF THE MARK TWAIN HOME BOARD, TO SERVE FOR FIVE YEARS.
(2) ONE MEMBER OF THE PLANNING COMMISSION, TO SERVE FOR FIVE YEARS
(3) FIVE CITIZENS OF THE CITY HAVING AN INTEREST IN HISTORIC PRESERVATION, TO SERVE FOR FIVE
YEARS.

B. ALL APPOINTMENTS SHALL BE SUBJECT TO CONFIRMATION BY THE CITY COUNCIL. ALL MEMBERS SHALL
BE APPOINTED AND SERVE STAGGERED TERMS SO ONE MEMBER SHALL BE APPOINTED EACH YEAR. APPOINT-
MENTS SHALL BE MADE BY THE CITY MANAGER AT THE SECOND REGULAR CITY COUNCIL MEETING IN MAY.
MEMBERS APPOINTED FROM THE MARK TWAIN HOME BOARD AND PLANNING COMMISSION SHALL SERVE
ONLY SO LONG As THEY REMAIN MEMBERS OF THE BODY FROM WHICH THEY ARE CHOSEN.

C. SHOULD A MEMBER DIE, RESIGN, FAIL TO ATTEND THREE CONSECUTIVE REGULAR MEETINGS OF THE PRES-
ERVATION COMMISSION (AND SHOULD THERE BE NO ADEQUATE EXCUSE FOR SUCH ABSENCE), OR MOVE HIS
PERMANENT RESIDENCE OUTSIDE OF THE CITY OF HANNIBAL, THE CHAIR SHALL RECOMMEND TO THE CITY
MANAGER THAT A VACANCY BE DECLARED AND THAT THE VACANT POSITION BE FILLED FOR THE REMAINDER
OF THAT MEMBER'S UNEXPIRED TERM WITHIN 30 DAYS OF THE OCCURRENCE OF SUCH VACANCY. AN INDIVID-
UAL APPOINTED TO SERVE THE REMAINDER OF AN UNEXPIRED TERM SHALL BE ELIGIBLE TO BE REAPPOINTED.
UNLESS DISQUALIFIED AS PROVIDED ABOVE, MEMBERS SHALL SERVE UNTIL THEIR SUCCESSORS ARE AP-
POINTED AND QUALIFIED.

IIl. OFFICERS

A. CHAIR - A CHAIR SHALL BE ELECTED BY THE MEMBERS OF THE HDDC FROM AMONG THEIR MEMBERSHIP
THE CHAIR SHALL PRESIDE AT ALL MEETINGS AND HEARINGS. THE CHAIR SHALL DECIDE ALL
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HDDC RULES OF PROCEDURE (CONTINUED)

POINTS OF ORDER AND PROCEDURE, SUBJECT TO THE HISTORIC PRESERVATION ORDINANCE, AND THESE
RULES OF PROCEDURE ADOPTED BY THE HDDC, UNLESS DIRECTED OTHERWISE BY A MAJORITY OF THE
MEMBERS IN SESSION AT THE TIME. THE CHAIR MAY DISCUSS OR VOTE ON ANY MATTERS BEFORE THE
BODY.

B. VICE CHAIR - A VICE CHAIR SHALL BE ELECTED BY THE MEMBERS OF THE HDDC FROM AMONG THEIR
MEMBERSHIP IN THE SAME MANNER AS THE CHAIR. THE VICE CHAIR SHALL SERVE AS ACTING CHAIR IN
THE ABSENCE OF THE CHAIR, OR WHEN THAT OFFICER SHALL REFRAIN FROM PARTICIPATION BECAUSE
OF A CONFLICT OF INTEREST, AND SHALL HAVE THE SAME POWERS AND DUTIES AS THE CHAIR WHEN
ACTING IN THAT CAPACITY.

C. SECRETARY - A SECRETARY SHALL BE ELECTED BY THE MEMBERS OF THE HDDC FROM AMONG THEIR
MEMBERSHIP IN THE SAME MANNER AS THE CHAIR AND VICE CHAIR. THE SECRETARY SHALL CAUSE A RE-
CORD TO BE MADE OF EACH MEETING OF THE HDDC WHICH SHALL INCLUDE, AT A MINIMUM, A RECORD
OF ALL RESOLUTIONS, PROCEEDINGS, AND ACTIONS OF THE BODY. THE SECRETARY SHALL SERVE AS
ACTING CHAIR BOTH CHAIR AND VICE CHAIR ARE UNABLE TO PARTICIPATE DUE TO ABSENCE OR A CON-
FLICT OF INTEREST AND SHALL HAVE THE SAME POWERS AND DUTIES AS THE CHAIR WHEN ACTING IN
THAT CAPACITY.

D. ELECTIONS - OFFICERS SHALL SERVE ONE-YEAR TERMS AND SHALL BE ELIGIBLE FOR REELECTION.
THE HDDC SHALL ELECT ITS INITIAL OFFICERS AT THE FIRST MEETING FOLLOWING THEIR APPOINTMENT
AND THEREAFTER IN JUNE OF EACH YEAR. IF A VACANCY SHOULD OCCUR IN ANY OFFICE, AN INDIVIDUAL
SHALL BE ELECTED FROM THE MEMBERSHIP TO SERVE FOR THE REMAINDER OF THE UNEXPIRED TERM.

IV. MEETINGS

A. REGULAR MEETINGS - REGULAR MEETINGS OF THE HDDC SHALL BE HELD ON THE SECOND MONDAY
OF EACH MONTH AT 5:30 P.M., AND THE FOURTH MONDAY OF EACH MONTH AT 5:30 P.M. AT CITY HALL,
PROVIDED THAT MEETINGS MAY BE HELD AT SOME OTHER CONVENIENT PLACE IF DIRECTED BY THE
CHAIR IN ADVANCE OF THE MEETING. IF A REGULARLY SCHEDULED MEETING OCCURS ON A LEGAL HOLI-
DAY, THE CHAIR MAY SET AN ALTERNATE DAY FOR THE MEETING.
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HDDC RULES OF PROCEDURE (CONTINUED)

B. SPECIAL MEETINGS - SPECIAL MEETINGS OF THE HDDC MAY BE CALLED AT ANY TIME BY THE CHAIR. AT
LEAST FORTY-EIGHT HOURS' NOTICE OF THE TIME AND PLACE OF SPECIAL MEETINGS SHALL BE GIVEN TO
EACH MEMBER, PROVIDED THAT THIS REQUIREMENT MAY BE WAIVED BY CONSENT OF ALL THE MEMBERS. THE
PURPOSE OF THE SPECIAL MEETING MUST BE STATED IN THE NOTICE.

C. CANCELLATION OF MEETINGS - WHENEVER THERE IS NO BUSINESS TO BE CONDUCTED, THE CHAIR MAY
DISPENSE WITH A REGULAR MEETING BY GIVING NOTICE TO ALL MEMBERS NOT LESS THAN TWENTY-FOUR
HOURS PRIOR TO THE TIME SET FOR THE MEETING.

D. ADJOURNED MEETINGS - SHOULD THE BUSINESS BEFORE THE PRESERVATION COMMISSION NOT BE COM-
PLETED, THE CHAIR MAY ADJOURN THE SAME FROM DAY TO DAY UNTIL THE MATTERS BEFORE THE BODY ARE
DISPOSED OF.

E. QUORUM - A QUORUM SHALL CONSIST OF FOUR OF THE MEMBERS.

F. OPEN MEETINGS - ALL MEETINGS OF THE HDDC SHALL BE OPEN TO THE PUBLIC, EXCEPT WHERE OTHER-
WISE PROVIDED BY THE MISSOURI SUNSHINE LAW. HOWEVER, MEMBERS OF THE PUBLIC SHALL NOT AD-
DRESS THE HDDC UNLESS INVITED TO DO SO BY THE CHAIR. A TIME LIMIT MAY BE SET BY THE HDDC FOR
THE PRESENTATIONS OR REMARKS OF NON-MEMBERS.

G. AGENDA - THE AGENDA FOR EACH MEETING SHALL BE PREPARED BY STAFF AT THE DIRECTION OF THE
CHAIR. THE NORMAL ORDER OF BUSINESS AT EACH MEETING SHALL BE: (1) CALL TO ORDER, (2) DETERMINA-
TION OF QUORUM, (3) APPROVAL OF THE AGENDA, (4) APPROVAL OF MINUTES OF THE PREVIOUS MEETING,
(B) APPLICATIONS FOR LETTERS OF APPROVAL, (6) OLD BUSINESS, (7) NEW BUSINESS, (8) ADJOURNMENT.

H. DECISIONS - DECISIONS OF THE HDDC SHALL BE BY A MAJORITY OF THOSE MEMBERS PRESENT AND VOT-
ING, A QUORUM BEING PRESENT. DECISIONS MAY BE MADE BY VOICE VOTE UNLESS ANY MEMBER REQUESTS A
ROLL CALL VOTE.

. COMMITTEES - THE CHAIR SHALL APPOINT ANY COMMITTEES FOUND NECESSARY TO FACILITATE BUSINESS
BEFORE THE HDDC AND SHALL BE AN EX-OFFICIO MEMBER OF ALL COMMITTEES. WITH THE CONCURRENCE
OF THE HDDC, COMMITTEES MAY INCLUDE RESIDENTS OF THE CITY WHO ARE NOT MEMBERS OF THE HDDC.
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HDDC RULES OF PROCEDURE (CONTINUED)

V. STAFF

THE GOVERNING AUTHORITY SHALL PROVIDE TECHNICAL AND CLERICAL ASSISTANCE AS THE HDDC MAY RE-
QUIRE, AND SHALL MAINTAIN PERMANENT AND COMPLETE RECORDS OF THE ACTIVITIES OF THE PRESERVA-
TION COMMISSION.

V1. CONFLICT OF INTEREST

A MEMBER SHALL NOT CAST A VOTE ON ANY ISSUE BEFORE THE HDDC WHICH INVOLVES THE INTERESTS OF
THAT MEMBER OR AN ORGANIZATION IN WHICH THAT MEMBER HAS AN OWNERSHIP INTEREST OR POSITION OF
CONTROL OR DIRECTLY REPRESENTS. NEITHER SHALL A MEMBER CAST A VOTE ON ANY MATTER WHICH
COULD PROVIDE DIRECT FINANCIAL BENEFIT TO THAT MEMBER. WHENEVER A CONFLICT OF INTEREST SITUA-
TION ARISES IN THE CONDUCT OF BUSINESS THE FOLLOWING ACTIONS SHALL BE TAKEN:

1. THE INDIVIDUAL MEMBER SHALL DIVULGE THE EXISTENCE AND REASONS FOR THE POTENTIAL CONFLICT.
2. THE HDDC SHALL DECIDE IF SUCH A CONFLICT EXISTS.

3. IF IT IS DECIDED THAT A CONFLICT EXISTS, THE AFFECTED MEMBER SHALL REFRAIN FROM PRESENTING,
VOTING ON, OR DISCUSSING THE PROJECT, OTHER THAN ANSWERING A DIRECT QUESTION.

4. SHOULD THE HDDC DETERMINE THAT A CONFLICT OF INTEREST DOES NOT EXIST, THE NATURE OF THE
ALLEGED CONFLICT AND THE REASON/S FOR DETERMINING A CONFLICT DID NOT EXIST SHALL BE ENTERED
INTO THE MINUTES.

VII. CoDE OF CONDUCT

EACH MEMBER OF THE PRESERVATION COMMISSION SHALL ADHERE TO THE FOLLOWING CODE OF CON-
DUCT:

1. UPHOLD THE CONSTITUTION, LAWS, AND REGULATIONS OF THE UNITED STATES, THE STATE OF MIS-
SOURI, AND ALL GOVERNMENTS THEREIN AND NEVER BE A PARTY TO EVASION,;
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HDDC RULES OF PROCEDURE (CONTINUED)

2. NEVER DISCRIMINATE BY THE DISPENSING OF SPECIAL FAVORS OR PRIVILEGES TO ANYONE, WHETHER OR
NOT FOR REMUNERATION;

3. NEVER ENGAGE IN ANY BUSINESS WITH THE GOVERNMENT, EITHER DIRECTLY OR INDIRECTLY, WHICH IS IN-
CONSISTENT WITH THE CONSCIENTIOUS PERFORMANCE OF HIS GOVERNMENTAL DUTIES;

4. NEVER USE ANY INFORMATION COMING TO HIM CONFIDENTIALLY IN THE PERFORMANCE OF GOVERNMENTAL
DUTIES AS A MEANS FOR MAKING PRIVATE PROFIT;

5. EXPOSE CORRUPTION WHEREVER DISCOVERED;

6. NEVER SOLICIT, ACCEPT, OR AGREE TO ACCEPT GIFTS, LOANS, GRATUITIES, DISCOUNTS, FAVORS, HOSPI-
TALITY, OR SERVICES FROM ANY PERSON, ASSOCIATION, OR CORPORATION UNDER CIRCUMSTANCES FROM

7. NEVER ACCEPT ANY ECONOMIC OPPORTUNITY UNDER CIRCUMSTANCES WHERE HE KNOWS OR SHOULD
KNOW THAT THERE IS A SUBSTANTIAL POSSIBILITY THAT THE OPPORTUNITY IS BEING AFFORDED HIM WITH IN-
TENT TO INFLUENCE HIS CONDUCT IN THE PERFORMANCE OF HIS OFFICIAL DUTIES;

8. NEVER ENGAGE IN OTHER CONDUCT WHICH IS UNBECOMING TO A MEMBER OR WHICH CONSTITUTES A
BREACH OF PUBLIC TRUST, AND

9. NEVER TAKE ANY OFFICIAL ACTION WITH REGARD TO ANY MATTER UNDER CIRCUMSTANCES IN WHICH HE
KNOWS OR SHOULD KNOW THAT HE HAS A DIRECT OR INDIRECT MONETARY INTEREST IN THE SUBJECT MATTER
OF SUCH MATTER OR IN THE OUTCOME OF SUCH OFFICIAL ACTION.

VIIl. APPLICATIONS FOR LETTERS OF APPROVAL (SEE PAGE 46 OF THE DESIGN REVIEW GUIDELINES)
IX. AMENDMENTS

THESE RULES OF PROCEDURE MAY BE AMENDED BY THE AFFIRMATIVE VOTE OF FOUR MEMBERS OF THE
HDDC, PROVIDED THAT NOTICE OF THE INTENT TO AMEND AND THE CONTENT OF THE AMENDMENT SHALL
HAVE BEEN DISTRIBUTED IN WRITING TO EACH MEMBER A LEAST TEN (10) DAYS PRIOR TO THE MEETING AT
WHICH THE VOTE TO AMEND IS TAKEN OR PRESENTED TO THE MEMBERS, ALL MEMBERS BEING PRESENT, AT
THE REGULAR MEETING PRECEDING THE MEETING AT WHICH THE VOTE TO AMEND IS TAKEN.
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APPENDIX B
SECRETARY OF THE INTERIOR STANDARDS FOR REHABILITATION

1. A PROPERTY SHALL BE USED FOR ITS HISTORIC PURPOSE OR BE PLACED IN A NEW USE THAT REQUIRES MINIMAL CHANGE TO
THE DEFINING CHARACTERISTICS OF THE BUILDING AND ITS SITE AND ENVIRONMENT.

2. THE HISTORIC CHARACTER OF A PROPERTY SHALL BE RETAINED AND PRESERVED. THE REMOVAL OF HISTORIC MATERIALS OR
ALTERATION OF FEATURES AND SPACES THAT CHARACTERIZE A PROPERTY SHALL BE AVOIDED.

3. EACH PROPERTY SHALL BE RECOGNIZED AS A PHYSICAL RECORD OF ITS TIME, PLACE, AND USE. CHANGES THAT CREATE A
FALSE SENSE OF HISTORICAL DEVELOPMENT, SUCH AS ADDING CONJECTURAL FEATURES OR ARCHITECTURAL ELEMENTS FROM
OTHER BUILDINGS, SHALL NOT BE UNDERTAKEN.

4. MOST PROPERTIES CHANGE OVER TIME; THOSE CHANGES THAT HAVE ACQUIRED HISTORIC SIGNIFICANCE IN THEIR OWN
RIGHT SHALL BE RETAINED AND PRESERVED.

5. DISTINCTIVE FEATURES, FINISHES, AND CONSTRUCTION TECHNIQUES OR EXAMPLES OF CRAFTSMANSHIP THAT
CHARACTERIZE A PROPERTY SHALL BE PRESERVED.

6. DETERIORATED HISTORIC FEATURES SHALL BE REPAIRED RATHER THAN REPLACED. WHERE THE SEVERITY OF
DETERIORATION REQUIRES REPLACEMENT OF A DISTINCTIVE FEATURE, THE NEW FEATURE SHALL MATCH THE OLD IN DESIGN,
COLOR, TEXTURE, AND OTHER VISUAL QUALITIES AND, WHERE POSSIBLE, MATERIALS. REPLACEMENT OF MISSING FEATURES
SHALL BE SUBSTANTIATED BY DOCUMENTARY, PHYSICAL, OR PICTORIAL EVIDENCE.

7. CHEMICAL OR PHYSICAL TREATMENTS, SUCH AS SANDBLASTING, THAT CAUSE DAMAGE TO HISTORIC MATERIALS SHALL NOT
BE USED. THE SURFACE CLEANING OF STRUCTURES, IF APPROPRIATE, SHALL BE UNDERTAKEN USING THE GENTLEST MEANS
POSSIBLE.

8. SIGNIFICANT ARCHEOLOGICAL RESOURCES AFFECTED BY A PROJECT SHALL BE PROTECTED AND PRESERVED. IF SUCH
RESOURCES MUST BE DISTURBED, MITIGATION MEASURES SHALL BE UNDERTAKEN.

9. NEW ADDITIONS, EXTERIOR ALTERATIONS, OR RELATED NEW CONSTRUCTION SHALL NOT DESTROY HISTORIC MATERIALS
THAT CHARACTERIZE THE PROPERTY. THE NEW WORK SHALL BE DIFFERENTIATED FROM THE OLD AND SHALL BE COMPATIBLE
WITH THE MASSING, SIZE, SCALE, AND ARCHITECTURAL FEATURES TO PROTECT THE HISTORIC INTEGRITY OF THE PROPERTY AND
ITS ENVIRONMENT.

10. NEW ADDITIONS AND ADJACENT OR RELATED NEW CONSTRUCTION SHALL BE UNDERTAKEN IN SUCH A MANNER THAT IF
REMOVED IN THE FUTURE, THE ESSENTIAL FORM AND INTEGRITY OF THE HISTORIC PROPERTY AND ITS ENVIRONMENT WOULD BE
UNIMPAIRED. HISTORICAL DEVELOPMENT, SUCH AS ADDING CONJECTURAL FEATURES OR ARCHITECTURAL ELEMENTS FROM
OTHER BUILDINGS, SHALL NOT BE UNDERTAKEN. 55
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APPENDIX C
GLOSSARY OF TERMS

ADDITION — NEW CONSTRUCTION ADDED TO AN EXISTING BUILDING OR STRUCTURE.

ALTERATION — WORK WHICH IMPACTS ANY EXTERIOR ARCHITECTURAL FEATURE INCLUDING
CONSTRUCTION, RECONSTRUCTION, OR REMOVAL OF ANY BUILDING OR BUILDING ELEMENT.

APRON — A DECORATIVE, HORIZONTAL TRIM PIECE ON THE LOWER PORTION OF AN ARCHITECTURAL
ELEMENT.

ARCH — A CURVED CONSTRUCTION OF WEDGE-SHAPED STONES OR BRICKS WHICH SPANS AN OPENING
AND SUPPORTS THE WEIGHT ABOVE IT. (SEE FLAT ARCH, JACK ARCH, SEGMENTAL ARCH, AND
SEMI-CIRCULAR ARCH).

ATTIC — THE UPPER LEVEL OF A BUILDING, NOT OF FULL CEILING HEIGHT, DIRECTLY BENEATH THE ROOF.

BALUSTER — ONE OF A SERIES OF SHORT, VERTICAL, OFTEN VASE-SHAPED MEMBERS USED TO SUPPORT
A STAIR OR PORCH HANDRAIL, FORMING A BALUSTRADE.

BALUSTRADE — AN ENTIRE RAIL SYSTEM WITH TOP RAIL AND BALUSTERS.

BARGEBOARD — A BOARD WHICH HANGS FROM THE PROJECTING END OF A GABLE ROOF, COVERING
THE END RAFTERS, AND OFTEN SAWN INTO A DECORATIVE PATTERN.

BAY — THE PORTION OF A FACADE BETWEEN COLUMNS OR PIERS PROVIDING REGULAR DIVISION AND
USUALLY MARKED BY WINDOWS.

BAY WINDOW — A PROJECTING WINDOW THAT FORMS AN EXTENSION TO THE FLOOR SPACE OF THE
INTERNAL ROOMS; USUALLY EXTENDS TO THE GROUND LEVEL.

BELT COURSE — A HORIZONTAL BAND USUALLY MARKING THE FLOOR LEVELS ON THE EXTERIOR FACADE
OF A BUILDING.
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BOARD AND BATTEN — SIDING FASHIONED OF BOARDS SET VERTICALLY AND COVERED WHERE
THEIR EDGES JOIN BY NARROW STRIPS CALLED BATTENS.

BOND — A TERM USED TO DESCRIBE THE VARIOUS PATTERNS IN WHICH BRICK (OR STONE) IS LAID,
SUCH AS “COMMON BOND” OR “FLEMISH BOND”.

BRACKET — A PROJECTING ELEMENT OF WOOD, STONE OR METAL WHICH SPANS BETWEEN
HORIZONTAL AND VERTICAL SURFACES (EAVES, SHELVES, OVERHANGS) AS DECORATIVE SUPPORT.

BULKHEAD — THE STRUCTURAL PANELS JUST BELOW DISPLAY WINDOWS ON STOREFRONTS.
BULKHEADS CAN BE BOTH SUPPORTIVE AND DECORATIVE IN DESIGN. 19™ CENTURY BULKHEADS
ARE OFTEN OF WOOD CONSTRUCTION WITH RECTANGULAR RAISED PANELS. 20™ CENTURY
BULKHEADS MAY BE OF WOOD, BRICK, TILE, OR MARBLE CONSTRUCTION. BULKHEADS ARE ALSO
REFERRED TO AS KICKPLATES.

BUNGALOW — COMMON HOUSE FORM OF THE EARLY 20™ CENTURY DISTINGUISHED BY HORIZONTAL
EMPHASIS, WIDE EAVES, LARGE PORCHES AND MULTI-LIGHT DOORS AND WINDOWS.
CAPITAL — THE HEAD OF A COLUMN OR PILASTER.

CASEMENT WINDOW — A WINDOW WITH ONE OR TWO SASHES WHICH ARE HINGED AT THE SIDES
AND USUALLY OPEN OUTWARD.

CERTIFIED LOCAL GOVERNMENT — ANY CITY, COUNTY, PARISH, TOWNSHIP, MUNICIPALITY, OR
BOROUGH OR ANY OTHER GENERAL PURPOSE SUBDIVISION ENACTED BY THE NATIONAL PRESERVATION
ACT AMENDMENTS OF 1980 TO FURTHER DELEGATE RESPONSIBILITIES AND FUNDING TO THE LOCAL
LEVEL.

CLAPBOARDS - HORIZONTAL WOODEN BOARDS, THINNER AT THE TOP EDGE, WHICH ARE OVERLAPPED
TO PROVIDE A WEATHER-PROOF EXTERIOR WALL SURFACE.

CLASSICAL ORDER — DERIVED FROM GREEK AND ROMAN ARCHITECTURE, A COLUMN WITH ITS BASE,
SHAFT, CAPITAL AND ENTABLATURE HAVING STANDARDIZED DETAILS AND PROPORTIONS, ACCORDING
TO ONE OF THE FIVE CANONIZED MODES: DORIC, TUSCAN, IONIC, CORINTHIAN, OR COMPOSITE.
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CLIPPED GABLE — A GABLE ROOF WHERE THE ENDS OF THE RIDGE ARE TERMINATED IN A SMALL,
DIAGONAL ROOF SURFACE.

COLONIAL REVIVAL — A HOUSE STYLE OF THE EARLY 20™ CENTURY BASED ON INTERPRETATIONS OF
ARCHITECTURAL FORMS OF THE AMERICAN COLONIES PRIOR TO THE REVOLUTION.

COLUMN — A CIRCULAR OR SQUARE VERTICAL STRUCTURAL MEMBER.

COMMON BOND — A BRICKWORK PATTERN WHERE MOST COURSES ARE LAID FLAT, WITH THE LONG
“STRETCHER” EDGE EXPOSED, BUT EVERY FIFTH TO EIGHTH COURSE IS LAID PERPENDICULARLY WITH
THE SMALL “HEADER” END EXPOSED, TO STRUCTURALLY TIE THE WALL TOGETHER.

CORBEL — | MASONRY, A PROJECTION, OR ONE OF A SERIES OF PROJECTIONS, EACH STEPPED
PROGRESSIVELY FARTHER FORWARD WITH HEIGHT AND ARTICULATING A CORNICE OR SUPPORTING
AN OVERHANGING MEMBER.

CORINTHIAN ORDER — MOST ORNATE CLASSICAL ORDER CHARACTERIZED BY A CAPITAL WITH
ORNAMENTAL ACANTHUS LEAVES AND CURLED FERN SHOOTS.

CORNICE — THE UPPERMOST, PROJECTING PART OF AN ENTABLATURE, OR FEATURE RESEMBLING IT.
ANY PROJECTING ORNAMENTAL MOLDING ALONG THE TOP OF A WALL, BUILDING, ETC.

CRESTING — A DECORATED ORNAMENTAL FINISH ALONG THE TOP OF A WALL OR ROOF, OFTEN MADE
OF ORNAMENTAL METAL.

CROSS-GABLE — A SECONDARY GABLE ROOF WHICH MEETS THE PRIMARY ROOF AT RIGHT ANGLES.
DENTILS — A ROW OF SMALL TOOTH-LIKE BLOCKS IN A CLASSICAL CORNICE.

DORIC ORDER — A CLASSICAL ORDER WITH SIMPLE, UNADORNED CAPITALS, AND WITH NO BASE.
DORMER WINDOW — A WINDOW THAT PROJECTS FROM A ROOF.

DOUBLE-HUNG WINDOW — A WINDOW WITH TWO SASHES, ONE SLIDING VERTICALLY OVER THE OTHER.

EAVE — THE EDGE OF A ROOF THAT PROJECTS BEYOND THE FACE OF A WALL. 58
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ELEVATION — ANY OF THE EXTERNAL FACES OF A BUILDING.

ELL — THE REAR WING OF A HOUSE, GENERALLY ONE ROOM WIDE AND RUNNING PERPENDICULAR
TO THE PRINCIPAL BUILDING.

ENGAGED COLUMN — A ROUND COLUMN ATTACHED TO A WALL.

ENTABLATURE — A PART OF A BUILDING OF CLASSICAL ORDER RESTING ON THE COLUMN CAPITAL;
CONSISTS OF AN ARCHITRAVE, FRIEZE, AND CORNICE.

FACADE — THE FACE OR FRONT ELEVATION OF A BUILDING.

FANLIGHT — A SEMI-CIRCULAR WINDOW USUALLY OVER A DOOR WITH RADIATING MUNTINS SUGGESTING
A FAN.

FASCIA — A PROJECTING FLAT HORIZONTAL MEMBER OR MOLDING; FORMS THE TRIM OF A FLAT ROOF
OR A PITCHED ROOF; ALSO PART OF A CLASSICAL ENTABLATURE.

FENESTRATION — THE ARRANGEMENT OF WINDOWS ON A BUILDING.

FINIAL — A PROJECTING DECORATIVE ELEMENT, USUALLY OF METAL, AT THE TOP OF A ROOF TURRET OR
GABLE.

FISHSCALE SHINGLES — A DECORATIVE PATTERN OF WALL SHINGLES COMPOSED OF STAGGERED
HORIZONTAL ROWS OF WOODEN SHINGLES WITH HALF-ROUND ENDS.

FLASHING — THIN METAL SHEETS USED TO PREVENT MOISTURE INFILTRATION AT JOINTS OF ROOF
PLANES AND BETWEEN THE ROOF AND VERTICAL SURFACES.

FLAT ARCH — AN ARCH WHOSE WEDGE-SHAPED STONES OR BRICKS ARE SET IN A STRAIGHT LINE;
ALSO CALLED A JACK ARCH.

FLEMISH BOND — A BRICK-WORK PATTERN WHERE THE LONG “STRETCHER” EDGE OF THE BRICK IS
ALTERNATED WITH THE SMALL “HEADER” END FOR DECORATIVE AS WELL AS STRUCTURAL
EFFECTIVENESS.
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FLUTING — SHALLOW, CONCAVE GROOVES RUNNING VERTICALLY ON THE SHAFT OF A COLUMN,
PILASTER, OR OTHER SURFACE.

FOUNDATION — THE LOWEST EXPOSED PORTION OF THE BUILDING WALL, WHICH SUPPORTS THE
STRUCTURE ABOVE.

FRIEZE — THE MIDDLE PORTION OF A CLASSICAL CORNICE; ALSO APPLIED DECORATIVE ELEMENTS ON
AN ENTABLATURE OR PARAPET WALL.

GABLE — THE TRIANGULAR SECTION OF A WALL TO CARRY A PITCHED ROOF.

GABLE ROOF — A PITCHED ROOF WITH ONE DOWNWARD SLOPE ON EITHER SIDE OF A CENTRAL,
HORIZONTAL RIDGE.

GAMBREL ROOF — A RIDGED ROOF WITH TWO SLOPES ON EITHER SIDE.

GHOSTS — OUTLINES OR PROFILES OF MISSING BUILDINGS OR BUILDING DETAILS. THESE OUTLINES
MAY BE VISIBLE THROUGH STAINS, PAINT, WEATHERING, OR OTHER RESIDUE ON A BUILDING’S FACADE.

GREEK REVIVAL STYLE — MID-19™ CENTURY REVIVAL OF FORMS AND ORNAMENT OF ARCHITECTURE OF
ANCIENT GREECE.

HIPPED ROOF — A ROOF WITH UNIFORM SLOPES ON ALL SIDES.

HOOD MOLDING — A PROJECTING MOLDING ABOVE AN ARCH, DOORWAY, OR WINDOW, ORIGINALLY
DESIGNED TO DIRECT WATER AWAY FROM THE OPENING;, ALSO CALLED A DRIP MOLD.

IONIC ORDER — ONE OF THE FIVE CLASSICAL ORDERS USED TO DESCRIBE DECORATIVE SCROLL
CAPITALS.

INFILL — NEW CONSTRUCTION WHERE THERE HAD BEEN AN OPENING BEFORE, SUCH AS A NEW
BUILDING BETWEEN TWO OLDER STRUCTURES; OR BLOCK INFILL BETWEEN PORCH PIERS OR IN
AN ORIGINAL WINDOW OPENING.

JACK ARCH — (SEE FLAT ARCH)

KEYSTONE — AN OVERSIZE BRACKET SUPPORTING A CANTILEVERED OR PROJECTING ELEMENT. 60
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LATTICE — AN OPENWORK GRILL OF INTERLACING WOOD STRIPS USED AS SCREENING.
LINTEL — THE HORIZONTAL TOP MEMBER OF A WINDOW, DOOR, OR OTHER OPENING.

MANSARD ROOF — A ROOF WITH A DOUBLE SLOPE ON ALL FOUR SIDES, WITH THE LOWER SLOPE BEING
ALMOST VERTICAL AND THE UPPER ALMOST HORIZONTAL.

MASONRY — EXTERIOR WALL CONSTRUCTION OF BRICK, STONE OR ADOBE LAID UP IN SMALL UNITS.
MASSING — THE THREE-DIMENSIONAL FORM OF A BUILDING.

METAL STANDING SEAM ROOF — A ROOF COMPOSED OF OVERLAPPING SECTIONS OF METAL SUCH AS
COPPER-BEARING STEEL OR IRON COATED WITH A TERNE ALLOY OF LEAD AND TIN. THESE ROOFS

WERE ATTACHED OR CRIMPED TOGETHER IN VARIOUS RAISED SEAMS FOR WHICH THE ROOFS ARE NAMED.

MODILLION — A HORIZONTAL BRACKET, OFTEN IN THE FORM OF A PLAIN BLOCK, ORNAMENTING,
OR SOMETIMES SUPPORTING, THE UNDERSIDE OF A CORNICE.

MORTAR — A MIXTURE OF SAND, LIME, CEMENT, AND WATER USED AS A BINDING AGENT IN MASONRY
CONSTRUCTION.

MULLION — A HEAVY VERTICAL DIVIDER BETWEEN WINDOWS OR DOORS.
MULTILIGHT WINDOW — A WINDOW SASH COMPOSED OF MORE THAN ONE PANE OF GLASS.

MUNTIN — A SECONDARY FRAMING MEMBER TO DIVIDE AND HOLD THE PANES OF GLASS IN
MULTI-LIGHT WINDOW OR GLAZED DOOR.

NEO-CLASSICAL STYLE — EARLY 20™ CENTURY STYLE WHICH COMBINES FEATURES OF ANCIENT,
RENAISSANCE, AND COLONIAL ARCHITECTURE; CHARACTERIZED BY IMPOSING BUILDINGS WITH
LARGE COLUMNED PORCHES.

ORIEL WINDOW — A BAY WINDOW WHICH EMERGES ABOVE THE GROUND FLOOR LEVEL.

PAIRED COLUMNS — TWO COLUMNS SUPPORTED BY ONE PIER, AS ON A PORCH.
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PALLADIAN WINDOW — A WINDOW WITH THREE OPENINGS, THE CENTRAL ONE ARCHED AND WIDER
THAN THE FLANKING ONES.

PANELED DOOR — A DOOR COMPOSED OF SOLID PANELS (EITHER RAISED OR RECESSED) HELD WITHIN
A FRAMEWORK OF RAILS AND STILES.

PARAPET — A LOW HORIZONTAL WALL AT THE EDGE OF A ROOF.

PEDIMENT — A TRIANGULAR CROWNING ELEMENT FORMING THE GABLE OF A ROOF; ANY SIMILAR
TRIANGULAR ELEMENT USED OVER WINDOWS, DOORS, ETC.

PIER — A VERTICAL STRUCTURAL ELEMENT, SQUARE OR RECTANGULAR IN CROSS-SECTION.
PILASTER — A SQUARE PILLAR ATTACHED & PROJECTING FROM A WALL, RESEMBLING A COLUMN.
PITCH — THE DEGREE OF THE SLOPE OF A ROOF.

PORTICO — A ROOFED SPACE, OPEN OR PARTLY ENCLOSED, FORMING THE ENTRANCE AND
CENTERPIECE OF THE FACADE OF A BUILDING, OFTEN WITH COLUMNS AND A PEDIMENT.

PORTLAND CEMENT — A STRONG, INFLEXIBLE HYDRAULIC CEMENT USED TO BIND MORTAR.

MORTAR OR PATCHING MATERIALS WITH A HIGH PORTLAND CEMENT CONTENT SHOULD NOT BE USED
ON OLD BUILDINGS. THE PORTLAND CEMENT IS HARDER THAN THE MASONRY, THEREBY CAUSING
SERIOUS DAMAGE OVER ANNUAL FREEZE-THAW CYCLES.

PRESERVATION — THE ACT OF MAINTAINING THE FORM AND CHARACTER OF A BUILDING AS IT
PRESENTLY EXISTS. PRESERVATION STOPS DETERIORATION AND STABILIZES THE STRUCTURE.

PRESSED TIN — DECORATIVE AND FUNCTIONAL METALWORK MADE OF MOLDED TIN USED TO SHEATH
ROOFS, BAYS, AND CORNICES.

PUBLIC RIGHT OF WAY — PUBLICALLY OWNED STREETS, ALLEYS OR SIDEWALKS WHERE A PORTION
OF A STRUCTURE CAN BE SEEN .
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PYRAMIDAL ROOF — A ROOF WITH FOUR IDENTICAL SIDES RISING TO A CENTRAL PEAK.

QUEEN ANNE STYLE — POPULAR LATE 19™ CENTURY REVIVAL STYLE OF EARLY 18™ CENTURY ENGLISH
ARCHITECTURE, CHARACTERIZED BY IRREGULARITY OF PLAN AND MASSING AND A VARIETY OF TEXTURE.

QUOINS — A SERIES OF STONE, BRICKS, OR WOOD PANELS ORNAMENTING THE OUTSIDE OF A WALL.
RECONSTRUCTION — THE ACCURATE RECREATION OF A VANISHED, OR IRREPLACEABLY DAMAGED
STRUCTURE, OR PART THEREOF,; THE NEW CONSTRUCTION RECREATES THE BUILDING’S EXACT FORM
AND DETAIL AS THEY APPEARED AT SOME POINT IN HISTORY.

REHABILITATION — THE ACT OF RETURNING A BUILDING TO USABLE CONDITION THROUGH REPAIR,
ALTERATION, AND/OR PRESERVATION OF ITS FEATURES.

RESTORATION — THE PROCESS OF ACCURATELY TAKING A BUILDING’S APPEARANCE BACK TO A
SPECIFIC PERIOD OF TIME BY REMOVING LATER WORK AND BY REPLACING MISSING EARLIER
FEATURES TO MATCH THE ORIGINAL.

RIDGE — THE TOP HORIZONTAL MEMBER OF A ROOF WHERE THE SLOPING SURFACES MEET.

RUSTICATED — ROUGHENING OF STONEWORK OR CONCRETE BLOCKS TO GIVE GREATER ARTICULATION
TO EACH BLOCK.

SASH — THE MOVEABLE FRAMEWORK CONTAINING THE GLASS IN A WINDOW.

SERIF STYLE — POPULAR LETTERING STYLE WIDELY USED IN THE 19™ AND 20™ CENTURIES. SERIF
STYLE LETTERS ARE DISTINGUISHED BY FINE LINES FINISHING OFF THE MAIN STROKES OF A LETTER.

SEGMENTAL ARCH — AN ARCH WHOSE PROFILE OR RADIUS IS LESS THAN A SEMI-CIRCLE.

SEMI-CIRCULAR ARCH - AN ARCH WHOSE PROFILE OR RADIUS IS A HALF-CIRCLE, THE DIAMETER OF
WHICH EQUALS THE OPENING WIDTH.

SHEATHING — AN EXTERIOR COVERING OF BOARDS OF OTHER SURFACE APPLIED TO THE FRAME OF THE
STRUCTURE. (SEE SIDING)
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SHED ROOF — A GENTLY-PITCHED, ALMOST FLAT ROOF WITH ONLY ONE SLOPE.
SIDELIGHT — A VERTICAL AREA OF FIXED GLASS ON EITHER SIDE OF A DOOR OR WINDOW.
SIDING — THE EXTERIOR WALL COVERING OR SHEATHING OF A STRUCTURE.

SILL — THE BOTTOM CROSSPIECE OF A WINDOW FRAME.

SPINDLES — SLENDER, ELABORATELY TURNED WOOD DOWELS OR RODS OFTEN USED IN SCREENS AND
PORCH TRIM.

STABILIZATION — THE ESSENTIAL MAINTENANCE OF A DETERIORATED BUILDING AS IT EXISTS AT
PRESENT, ESTABLISHING STRUCTURAL STABILITY AND A WEATHER-RESISTANT ENCLOSURE.

STREETSCAPE - THE OVER FACADE, NOT OF A SINGLE STRUCTURE, BUT OF THE MANY BUILDINGS
WHICH DEFINE THE STREET.

SURROUND — AN ENCIRCLING BORDER OR DECORATIVE FRAME, USUALLY AT WINDOWS OR DOORS.

SWAG — CARVED ORNAMENT IN THE FORM OF A CLOTH DRAPED OVER SUPPORTS, OR IN THE FORM
OF A GARLAND OF FRUITS AND FLOWERS.

TRANSOM — A HORIZONTAL OPENING (OR BAR) OVER A DOOR OR WINDOW. (SEE OVERLIGHT).
TRIM — THE DECORATIVE FRAMING OF OPENINGS AND OTHER FEATURES ON A FACADE.
TURRET — A SMALL SLENDER TOWER.

VERANDA - A COVERED PORCH OR BALCONY ON A BUILDING’S EXTERIOR.

VERGEBOARD — THE VERTICAL FACE BOARD FOLLOWING AND SET UNDER THE ROOF EDGE OF A
GABLE, SOMETIMES DECORATED BY CARVING.

VERNACULAR — A REGIONAL FORM OR ADAPTATION OF AN ARCHITECTURAL STYLE.
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APPENDIX D
SUGGESTED BIBLIOGRAPHY

BROWNE, DAN. THE RENOVATION BOOK. NEW YORK: MCGRAW-HILL, 19786.

BULLOCK, ORIN M. THE RESTORATION MANUAL. NORWALK, CONNECTICUT: SILVERMINE, 1966.

EVERS, CHRISTOPHER. THE OLD-HOUSE DOCTOR. WOODSTOCK, NEW YORK: THE OVERLOOK PRESS, 1986.
FAHY, CHRISTOPHER. HOME REMEDIES. NEW YORK: SCRIBNER'S, 1975.

FRIEDLAND, EDWARD P. ANTIQUE HOUSES: THEIR CONSTRUCTION AND RESTORATION. GARDEN CITY, NEW YORK:
DOUBLEDAY, 1981

HANSON, SHIRLEY, AND NANCY HUBBY. PRESERVING AND MAINTAINING THE OLDER HOME. NEW YORK:
McGRAW-HILL, 1983.

HOTTON, PETER. SO YOU WANT TO FIX UP AN OLD HOUSE. BOSTON: LITTLE, BROWN, 1979.
HUTCHINS, NIGEL. RESTORING OLD HOUSES. NEW YORK: VAN NOSTRAND REINHOLD, 1980.
KANGAS, ROBERT. THE OLD-HOUSE RESCUE BOOK. RESTON, VA: RESTON PUBLISHING COMPANY, 1982.

LABINE, CLEM, ED. CLEM LABINE’S TRADITIONAL BUILDING. BROOKLYN, NEW YORK: HISTORICAL TRENDS C
ORPORATION.

LITCHFIELD, MICHAEL W. RENOVATION: A COMPLETE GUIDE. NEW YORK: WILEY, 1982.

MCALESTER, VIRGINIA AND LEE MCALESTER. A FIELD GUIDE TO AMERICAN HOUSES. NEW YORK: ALFRED A.
KNOPF, 1984.

MORTON, W. BROWN, lll, GARY L. HUME, AND KAY D. WEEKS. THE SECRETARY OF THE INTERIOR’S STANDARDS
FOR REHABILITATION AND GUIDELINES FOR

REHABILITATING HISTORIC BUILDINGS. 1979. REV. ED. WASHINGTON, D.C.: TECHNICAL PRESERVATION
SERVICES. U.S. DEPARTMENT OF THE INTERIOR, 1983.

NASH, GEORGE. OLD-HOUSES, A REBUILDER’S MANUAL. ENGLEWOOD CLIFFS, N.J.: PRENTISS-HALL, 1980.
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PARK, SHARON, D., AlIA. THE USE OF SUBSTITUTE MATERIALS ON HISTORIC BUILDING EXTERIORS. PRESERVATION
BRIEF NO. 16. WASHINGTON, D.C.:

TECHNICAL PRESERVATION SERVICES, U.S. DEPARTMENT OF THE INTERIOR, 1989.

ROONEY, WILLIAM F. PRACTICAL GUIDE TO HOME RESTORATION. NEW YORK: BANTAM/HUDSON IDEA BOOKS,
1980

STAHL, FREDERICK A. A GUIDE TO THE MAINTENANCE, REPAIR, AND ALTERATION OF HISTORIC BUILDINGS.
NEW YORK: VAN NOSTRAND REINHOLD, 1984.

STEPHEN, GEORGE. NEW LIFE FOR OLD HOUSES. WASHINGTON, D.C.: THE PRESERVATION PRESS, 1989.
REMODELING OLD HOUSES WITHOUT DESTROYING THEIR CHARACTER. NEW YORK: ALFRED A. KNOPF, 1973.

TECHNICAL PRESERVATION SERVICES, NATIONAL PARK SERVICE, U.S. DEPARTMENT OF THE INTERIOR.
RESPECTFUL REHABILITATION. WASHINGTON, D.C.:

TECHNICAL PRESERVATION SERVICES, NATIONAL PARK SERVICE, U.S. DEPARTMENT OF THE INTERIOR.
RESPECTFUL REHABILITATION. WASHINGTON, D.C.:

THE PRESERVATION PRESS, 1982.
PRESERVATION BRIEFS. PUBLISHED PERIODICALLY. WASHINGTON, D.C.: GOVERNMENT PRINTING OFFICE.

WEEKS, KAY D. NEW EXTERIOR ADDITIONS TO HISTORIC BUILDINGS. PRESERVATION CONCERNS. PRESERVATION
BRIEF NO. 14. WASHINGTON, D.C.:

TECHNICAL PRESERATION SERVICES, U.S. DEPARTMENT OF THE INTERIOR, 1986.

WILLIAMS, HENRY LIONEL, AND OTTALIE K. WILLIAMS. OLD AMERICAN HOUSES: HOW TO RESTORE, REMODEL,
AND REPRODUCE THEM. NEW YORK: COWARD-MCCANN, 1957.

YAPP, BOB AND BINSACCA, RICH. ABOUT YOUR HOUSE WITH BOB YAPP. SAN FRANCISCO, CA: BAY BOOKS, 1997
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